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FT-736R MULTIMODE, MULTIBAND 
VHF & UHF BASE STATION 


The FT-736R is a solid-state, frequency-synthesized VHF and UHF amateur transceiver 
incorporating up to four band modules covering the 50, 144, 220, 430 and 1200 MHz 
amateur bands. The standard model provides 25 watts RF power output on the 144 and 430 
MHz amateur bands in SSB, CW, and FM modes, with any two of the remaining three 
bands installable as options (10 watts output on the 50 and 1200 MHz bands). 


An 8-bit CMOS main microprocessor and 4-bit i/o coprocessor provide exceptional digital 
integration and control: including selectable tuning rates or mode-dependent channelized 
tuning in selectable steps for each mode; and the widest variety of advanced scanning 
methods ever offered. Operating conveniences usually found only on HF transceivers, such 
as front panel adjustable IF shift and IF notch, a noise blanker, all-mode VOX and three- 
speed selectable AGC are included. GaAs FET receiver RF amplifiers are provided in the 
430 and 1200 MHz band modules, and a high-stability TCXO reference oscillator is 
incorporated for all bands to meet the stringent demands of the higher bands. 


The innovative memory system includes one hundred general purpose memories plus ten 
full duplex cross-band memories, one global call channel memory that can be recalled from 
any band or mode and up to four band-specific call channel memories, all of which store 
mode and receive and transmit frequencies independently. That gives you one hundred and 
fifteen memories storing up to two hundred and thirty frequencies. In addition, fourteen 
vfos are provided: two general purpose plus one PMS (Programmable Memory limit 
Scanning) on each band, two special-purpose full duplex vfos, and up to four clarifier 
(receiver offset) memories, one per band. 


Each of the two full duplex vfos can be selected so that its receive and transmit 
frequencies and modes can be displayed and tuned independently, or linked to tune synch- 
ronously in opposite directions for satellite operation. You can retain twelve satellite 


uplink/downlink modes in the special vfos and ten full duplex memories at all times. Of 
course, metering of either transmitter or receiver parameters is selectable during full 
duplex communications. For CW operators, the FT-736R offers quick-changeover semi 
break-in and includes provisions for an optional internal electronic keyer and narrow (600 
Hz) CW crystal filter. 


Naturally, with FM the predominant mode on the VHF and UHF bands, the FT-736R 
includes all manner of convenient features for both FM simplex and repeater operation, 
like a discriminator center tuning meter, special narrow FM mode (to cut adjacent channel 
interference in crowded areas) and Automatic Repeater Shift when tuned to 2-meter 
repeater subbands. The mode-dependent programmable tuning steps and tracking vfos are 
particularly useful. An optional subaudible Tone Squelch Unit can be programmed from the 
front panel, and a 1750 or 1800 Hz Burst Tone Generator is installed as standard. 


An enhanced CAT (Computer Aided Transceiver) System allows addition and customization 
of features and user-designed controls from an external computer. The FT-736R also 
includes a t/r-switched DC supply line for masthead preamplifiers, activated from the 
front panel, and digital input connection directly to the modulator for high performance 


packet radio tnc interfacing (preamps, personal computers and packet tncs not supplied by 
Yaesu). 


An efficient built-in switching-mode power supply provides 13.8VDC to power the trans- 
ceiver from the AC mains, without the heating and weight of a heavy power transformer. 
Inside the transceiver high-grade modular design ensures easy servicing. 


Optional add-on accessories include the TV-736 Amateur Television Modulator/Demodulator 
for ATV operation, FIF-series CAT Interface Units, SP-767 External Loudspeaker, FMP-1 
AQS Message Processor, and FVS-1 Voice Synthesizer and FTS-8 CTCSS Tone Squelch 
Unit (both mount internally). 


This manual is organized in four parts: 


General Description and Specifications 


(1) 

(2) Controls and Connectors 
(3) Installation 

(4) Operation 


We recommend reading them in order; parts 1 and 2 will give you an idea of the functions 
and capabilities of the transceiver, and part 3 will guide you through installing and 
connecting the transceiver, and any options you may have. After reading these parts and 
installing the transceiver you will be ready for part 4, which should be read while sitting 
at the controls. 


Note: For purposes of clarity in this manual, some words and abbreviations appear in 
lower-case typeface when used for general terms, and in upper-case when referring to 
Specific control names. For example, "vfo" (variable frequency oscillator) is used when 
referring to the frequency-tunable function in general, while "VFO" refers specifically to 
keys so labelled and the four switches under that label on the panel. 


SPECIFICATIONS 
1.1 GENERAL 


Operating frequency ranges (MHz): 
50=93.99999* 
144-145.99999 (or 147.99999) 
220-224.99999* 
430-439.99999 (or 449.99999) 
1240 or 1260-1299.99999* 


Emission types: 
LSB/USB (J3E voice), CW (A1A) 
FM (F2D FSK, F3E voice) 
Tve (ASP coptional, for '.2°%GHz*) 


Operating temperature range: 
-10 to +60°C 


Reference oscillator stability: 
better than +1 ppm (+10 to +40°C), 
and +5 ppm (-10 to +60°C), 
after 15 minutes warmup 


Antenna impedance: 
390 ohms, unbalanced 


Supply voltage: 
85 - 132 or 170 - 264 VAC, 50/60 Hz, 
or 13.8 VDC +10%, negative ground 


Power consumption/current req. (Approx.): 
Maximum: 250 VA 
Receive: Paes) an 
Transmit: 8 A 


Dimensions (WHD): 
sOGuxs b20exk2000mm 


Weight: 
9 kg (19.8 Ibs) 


1.2 TRANSMITTER 


Power input: 
30 watts DC @ 50 MHz* 
60 watts DC @ 144, 220*, 430 MHz 
455watts DC @ 1.2. GHz* 


Modulation methods: 
SSB Balanced, filtered carrier 
FM Variable reactance (+5 kHz or 
+2.5 kHz maximum deviation) 
ATV* low level carrier 


Spurious radiation: 
better than -60dB 


Carrier suppression (SSB): 
better than -40dB below peak output 


Undesired sideband suppression (SSB): 
better than -40dB below peak output 


Audio characteristic (SSB): 
within 6dB from 300 to 2700 Hz 


Microphone impedance: 
600 ohms nominal (200 ohms to 10k) 


3, aECEIVER 


Circuit type: 
50*, 144 MHz bands: double-conversion 
Other bands: triple-conversion super- 
heterodyne 


Intermediate frequencies: 
13.69 MHz and 455 kHz, plus 
Ata > MHzeon220*, 47.43) MHz..0on-430, 
or 133.91 MHz on 1200 MHz band* 


Sensitivity: 
SSB/CW: better than -15dBu for 12dB 
S+N:N 


FM: better than -9dBu for 12dB SINAD 
Squelch sensitivity: 

SSB/CW: better than OdBu 

FM: better than -12dBu 


Image rejection: 
60dB or better 


* requires optional unit 


Selectivity (-6/-60dB):. 1.4 SUPPLIED ACCESSORIES 


SSB, CW: 2.2/4.5 kHz 
CW-N (optional): 600/1200 Hz AC Power Cable T9013285 
FM: oe 12/25 kHz Spare Fuse 
FM-N: 8/19 kHz 4A (for 85-132V) Q0000006 
or 2A (for 170-264V) Q0000003 
Audio output power: Preamp Jumper Plugs (2 pcs) T9205546 
1.5W into 8 ohms with 5% THD Long Feet (2 pcs) R3054620 
Foot Pad (6 pcs) R7054630A 


Audio output impedance: 
4 to 16 ohms 


FT-736R Model Chart 


Version > 
2m Band 
Rptr Shift* (MHz 144-148 | 144-146 | 144-148 | 144-146 | 144-148 | 144-146 | 144-148 
FM Ch. Step* (kHz) 5 125 is WS) 12.5 5 5 
Tone Burst (Hz) +600 +600 +600 +600 +600 +600 +600 


70cm Band 
Freq. Range (MHz) 
FM Ch. Step* (kHz) 
Rptr Shift* (kHz) 
Re Burst (MHz) 


* can be reset by operator 


430-440 | 430-440 | 430-440 | 430-440 | 430-440 
I) 12.5 125 
+1.6 25) 5 

1750 1750 


430-450 | 430-440 


1.5 OPTIONS 

Model No. Description Order No. 
E-736(DC) DC Power Cable for operation from Ext. Supply D4000028 
FEX-736-50(A) 590 MHz Band Module D3000529 
FEX-736-220(A) 220 MHz Band Module D3000530 
FEX-736-1.2(A) 1.2 GHz Band Module for North America D3000532 
FEX-736-1.2(B) 1.2 GHz Band Module for outside North America D3000533 
FIF-232Cvan CAT/TNC Interface for Packet Radio & CAT A9700 
PIF-232C CAT Interface Unit for serial i/o connection D3000307 
FIF-65A CAT Interface Unit for Apple II Computer D3000369 
FIF-MX CAT Interface Unit for MSX Computers D3000460 
FMP-1 AQS Message Processor & digital message display A8430 
FTS-8 37-tone CTCSS Subaudible Tone Squelch Unit D3000333 
FVS-1 Voice Synthesizer for Aural Frequency Readout D3000371 
Keyer Unit B Internal Electronic Iambic Keyer D3000535 
MD-1B8 Desktop Microphone D1000039 
MH-1B8 Handie Scanning Microphone | D1000041 
SP-767 External Speaker with Audio Filters A846001-Z 
TV-736 Fast Scan Television (ATV) Modulator/Demodulator D3000534 
XF-455MC 600 Hz CW Narrow Filter D2000034 


Section 2. CONTROLS, SWITCHES & CONNECTORS 
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2.1 FRONT PANEL CONTROLS 


(1) POWER 


This button turns the transceiver on and 
off. 


(2) MOX 


This button manually activates the trans- 
mitter when depressed. It must be in the 
undepressed position for reception, and for 
automatic transmitter activation via the 
VOX and ‘CW keying. 


(3) MIC Jack 


This 8-pin jack accepts the microphone 
plug. Pinout is indicated by the micro- 
phone schematic below. Acceptable micro- 
phone input impedance is 200 ohms to 10 
kilohms, with 600 ohms optimum. 


(4) PHONES Jack 


This 3-contact jack accepts either stereo 
or monaural headphones with a 2- or 3- 
contact plug. When a plug is inserted the 
internal or external loudspeaker is dis- 
abled. Impedance is 4 to 100 ohms. 


ce Le} 
aa 


(5) MIC —®- DRIVE 


The inner MIC control sets the transmitter 
audio amplifier gain during SSB and FM 
transmission. ALC (Automatic Level 
Control) for SSB and deviation level for 
FM transmission are set by this control. 


The outer /DRIV E) tcontrols sets ‘the: trans- 
mitter power output for all modes. 

(6) SQL-®- TONE 

The inner SQL (squelch) control sets the 
signal threshold level at which receiver 


audio is muted. 


The outer TONE control adjusts receiver 
audio characteristics. 


(1) AP = @- Rh 


The inner AF gain control adjusts the 
audio volume of the receiver in the 
speaker or headphones. 


The outer RF gain control adjusts the gain 
of the receiver RF and Ist IF amplifier on 
the 50, 144 and 220 MHz bands. This con- 
trol is normally set fully clockwise for 
maximum sensitivity. 


(8) 2-Position Pushbutton Switches 


PROC: enables the speech processor in SSB 
modes. 


KEYER: turns the optional internal CW 
keyer on and off. 


BURST: turns the auto-burst feature on 
and off in FM modes. When on, and 
when operating with repeater shift mode, 
the green BURST indicator above the 
tuning knob glows, and an audible 1750 
Hz or 1800 Hz (U.S.A. version only) tone 
is sent automatically for 4%-second 
whenever the PTT switch is pressed to 
transmit. 


PAUSE: when depressed (ON), the scanner 
pauses for five seconds on any active 
channel, and then resumes scanning. 
When undepressed (OFF), the scanner 
stays on an active channel until after 
the channel becomes clear, and then 
resumes scanning. 


DIM: dims the brightness of the display 
and meter lamp for comfortable viewing 
in the dark. 


(9) VFO Selector Pushbuttons 


One of these buttons is always depressed: 
pressing any other will disengage 
whichever one was pressed previously. 


RB-TA & RA-TB: engage one vfo (A or B) 
for receiving, and the other for 
transmitting (split frequency operation). 
Note that this is not the ssameua. 
operating with preselected repeater 
splits, described later. 


A & B: selects operation on one vfo (A or 
B) only. 


(10) Pushbuttons with LED Indicators 


D LOCK (and red LED): disables the 
tuning knob and CHANNEL selector knob, 
to prevent inadvertent frequency changes. 


FM CH (and orange LED): in FM modes, 
disables the main tuning knob and 
activates the detented CHANNEL selector 
knob for tuning in user-selected 5, 10, 
12.5, 15, 20; .25, 430 ‘or ) 30) Keizer 
channel steps. These are factory-preset 
as shown in the chart on page 4. 


SSB CH (and orange LED): in SSB and CW 
modes, disables the main tuning knob 
and activates the detented CHANNEL 
selector knob for tuning in 2.5 or 5 kHz 
SSB channel steps. 


NB (with green LED): activates the noise 
blanker in SSB and CW modes. 


NOTCH (with green LED): activates the IF 
notch filter in SSB and CW modes. 


(11) Main Tuning Knob 


Unless deactivated by the FM or SSB CH 
buttons just described, this knob adjusts 
the displayed operating frequency in 10 Hz 
or 100 Hz steps selectable in SSB and CW 
modes, or in 100 Hz steps in FM mode (10 
Hz if the CLARifier is on). 


(12) WDOWN & AUP Keys 


When operating on a vfo, these keys 
(above the Main Tuning Knob) tune the 
display frequency in the same steps as the 
Main Tuning Knob, or in programmable 
steps if the FM CH or SSB CH button is 
pressed (see above). When operating on a 
memory, these keys select other prestored 
memories within the same band. Pressing 
and holding one of these keys for more 
than 4-second activates the scanner. 


(13) CHANNEL Knob 


When operating on a vfo with the FM CH 
or SSB CH button depressed, this detented 
knob tunes in preprogrammed steps as des- 
cribed for those buttons. When operating 
enka memory, (this: knobm selects’ the 
prestored memories on all bands. This 
differs from the kéys just described, in 
that memory selection is independent of 
the operating band. This knob is also used 


for CTCSS tone selection when the FTS-8 
Tone Squelch Unit is installed. 


(14) [A] MHz/CH [B] Keys 


When operating on a vfo, these keys step 
the operating frequency down or up 1 
MHz-* rotating around) the sends cof the 
band. 


When operating on a memory, these keys 
step the memory channel number down or 
up (regardless of whether the memory has 
been stored, or not). Notice that this is 
not the same as the CHANNEL knob or 
the DOWN/UP keys above the tuning knob, 
which select only occupied memories. 


When the AQS feature is active and the 
CODEM Digital. Codes Memory)” key is 
pressed, these keys allow selection of 
Digital Code Memories. 


These keys are also used for CTCSS tone 
selection along with the CHANNEL knob 
when the FTS-8 option is installed. 


During transmission, these two keys 
generate the standard DTMF A and B tone 
pairs. 


(15) SHIFT ~®} NOTCH 


In SSB and CW modes, the inner SHIFT 
control allows the center of the receiver 
IF passband to be positioned above or 
below that of the received signal, to 
eliminate interference from signals on 
adjacent frequencies or to position the IF 
passband on a range other than those 
standard for SSB or CW. Normal setting is 
the 12 o'clock position. 


The outer NOTCH control adjusts the fre- 
quency of the IF notch within the receiver 
passband when the NOTCH button is 
depressed, except in the FM mode. 


(16) F[C], ENT[D] & T CALL Pushbuttons 


During reception, F[C] activates the 
alternate functions (with reverse-lettered 
labels) of the MODE buttons and the 
BAND[OFFSET] key. Each of these 
functions is described later, with "F+" in 
front of the label indicating that this 
button is pressed first. During transmis- 
sion, pressing F[C] generates the "C" 
DTMF tone pair. 


During reception on a vfo, ENT[D] allows 
keypad entry of a new frequency within 
the operating band. Pressing it once clears 
all digits below 1 MHz to zero while the 1 
MHz digit blinks (10 MHz digit on the 430 
and 1200 MHz bands). After keying in a 
new frequency on the display, press 
ENT[(D] again to shift operation to the 
displayed frequency. 


During reception on a memory, ENT[D] 
allows keypad entry of another memory 
channel number, in the same manner as 
just mentioned for frequency. During 
transmission, pressing ENT[D] generates 
the "D" DTMF tone pair. 


In the FM modes, T CALL transmits a 
1750 Hz (or 1800 Hz in the U.S. model) 


burst tone manually, for as long as the 
button is pressed. 


(17) MONITOR 


Adjusts the CW sidetone volume. 


(18) FUNCTION Keypad 


All but one of these 15 keys (the SPEAK 
key) have multiple functions: the default 
function labelled on the upper half of each 
key, and the alternate function labelled in 
reverse letters/symbols on the lower half 
of each key. The default functions occur 
when the key is pressed while receiving 
normally, without any previous keys having 
been pressed. These functions are des- 
cribed briefly below, and their applications 
in greater detail in the Operation chapter. 


For alternate key functions, the top ten 
light grey keys ([{1] through [0]) are used 
for keypad entry of frequencies, channel 
numbers, and other digit entrieswfer 
special functions, as described in the 
Operation chapter. Also, while transmitting 
in the FM modes, these ten keys and the 
[*] and [#] keys serve as a standard DTMF 
generator: when one of these keys is 
pressed the corresponding DTMF tone pair 
is sent (like a pushbutton telephone). 


Throughout this manual, alternate key 
functions will be indicated in Square 
brackets [] following the default function 
name: for example, the default function of 
the BAND[OFFSET] key selects operating 
bands, while the alternate function (to be 
referred to as F+[OFFSET], when this key 
is pressed just after the F[C] key des- 
cribed above) displays the offset between 
the transmit and receive frequencies. 


VFO 
When operating on a memory, this key 
shifts operation to the vfo (according to 


the selection of the VFO switches above 
the AF/RF controls).: This key has no 
function when already operating on a 
vfo. ; 


MR (Memory Recall) 

This is the converse of the VFO key: 
when operating on a vfo, this key shifts 
operation to the last selected memory 
channel. However, when already 
operating on a memory, this key toggles 
the "skip-scan" status of the memory: 
causing a small arrowhead to appear just 
to the right of the channel number on 
the display. More about this later. 


PMS (Programmable Memory Scan) 
When pressed just after the F[C] button, 
(F+PMS) this key stores the frequencies 
of the two vfos as scanning limits (VFO 
A is always the lower frequency). 


VFO 4M 
When the selected vfo and memory are 
on the same band, this key exchanges 
the frequency and mode of each, and 
leaves operation on the vfo. 


REV (Reverse) 
This key reverses transmit and receive 
frequencies when operating split. 


STEP 
This key changes the vfo tuning and 
scanning steps in a variety of ways, 
depending on the operating mode and 
other switch settings. Details are in the 
Operation chapter. 


MCK (Memory Check) 

This key allows display of the contents 
of the memory channels without distur- 
bing operation. When this key is pressed 
the MR indicator at the left of the 
display blinks. The contents of each 
memory channel can be checked by the 
MHz/CH keys or the CHANNEL selector 
knob. Press this key again to return the 
display to normal. 


T SET (Tone Setting for Tone Squelch) 


When the optional FTS-8 CTCSS Tone 
Squelch Unit is installed, press this key 
and then use the CHANNEL knob (or 
MHz/CH keys) to select the CTCSS tone 
to be used for tone squelch operation. 
The display shows the CTCSS tone fre- 
quency selection (in Hz) until T She is 
pressed once more. 


VFOrM 


When receiving’ on a vfo, this key copies 
the vfo frequency, mode and tone 
settings into the last selected memory. 
Data stored previously in that memory is 
overwritten, so be careful to check the 
memory before pressing this key. 


PRI (Priority Channel Monitoring) 


This key activates periodic monitoring of 
a memory channel while operating on a 
vfo. When active, "PRI" is displayed 
above the memory number to the right 
of the displayed vfo frequency, and 
every few seconds reception shifts to 
the «memory to check for activity. 
Pressing VFO or MR keys cancels the 
priority function. 


CLAR[CODE] (Clarifier [AQS Code Select]) 


The default function of this key toggles 
the clarifier on and off. When on, the 
transmit frequency remains fixed while 
the main tuning knob controls only the 
receiving frequency (within +10 kHz). 
The alternate [CODE] function recalls 
the AQS digital code memory when the 
AQS function is on, as described in 
§4.20. 


SPEAK 


When the optional FVS-1 Voice Synthe- 
sizer is installed, pressing this key 
causes the operating frequency and mode 
to be read out by the synthesizer. 


CALLI 


When receiving, this key switches 
operation to a _prestored global call 


channel, which may be in another mode 
or on another band. 


CALL2 
When receiving, this key switches 
operation to a prestored call channel on 
thes same "band... Notice (thatthe thises 
different from CALLI1, in that each band 
may have a different.'call «channel 
recalled by CALL2. 


BAND[OFFSET] 

As already mentioned, the default BAND 
function changes operating bands 
sequentially with multiple pushes. When 
this key is pressed just after the F[C] 
button, the display shows the repeater 
OFFSET, which can be changed with the 
numbered keys, followed by the ENT[D] 
button. 


(19) AQS Buttons 


These four buttons control the AQS 
features, described in $4.20. 


AQS 
This button turns the AQS feature on 
and off. When on, "AQS" is displayed in 
anSorange. “box, satrtne night. side iofethe 
display. 


D SQL 
This button turns the digital squelch 
system on and off. When on, both the 
"AQS" box andetalrwhite a! DASOLMsbox 
appear at the right side of the display. 
If pressed while the AQS feature is off, 
AQS is turned on. 


CAC 
This Channel Access Call button starts a 
search for a clear channel. 


RESET 
This key clears the AQS system, cancels 
the D SQL function, if active, or the 
F[C] or ENT[D] states, if active. 


(20) MODE Selector Pushbuttons 


The default functions of thesemem 
momentary buttons select the operating 
mode and receiver IF bandwidth: 


Button IF BW (6dB) 
LSB 2.08 KEIZ 
USB 2.9 REZ 
FM-N 8 kHz 
FM LS 3kHz 
CW-N 600 Hz (w/optional filter) 
CW MENG GVA 


When pressed after the F[C] key, the mode 
buttons select repeater shift [+RPT], 
[SIMP] or [-RPT], and tone squelch mode: 
[ENC] (encode), [T SQL] (decode on) and 
[T OFF] (tone squelch off) if the FTS-8 
Tone Squelch Unit is installed. Note that 
this is not the same as Digital Tone 
Squelch, which is supplied as part of AQS. 


(21) Display 

The diagram at the bottom of them@ine 
page shows the various segments of the 
display. 


(22) VOX PROC KEYER BURST LEDs 


These indicators glow green when their 
respective functions are active: 


VOX = voice-actuated transmission (or 
semi break-in CW) 

PROC = speech processor on 

KEYER = CW keyer on 

BURST = auto-burst activated 


(23) ON AIR and BUSY LEDs 

The red ON AIR indicator glows while 
transmitting. The green BUSY indicator 
glows when the squelch is open while re- 
ceiving, and is used for adjusting SSB and 


FM microphone gain (deviation) when 
transmitting. 
(24) METER Selector and Meter 


The meter indicates either relative recei- 
ved signal strength (S scale, top) or FM 
(DISC scale, 
and relative 
tP @msCale), sor 
control (ALC 
The METER 


selector determines the meter 


discriminator center 
bottom) 
transmitter power output 


tuning 
whike, receiving; 
transmitter automatic level 


scale) while transmitting. 
function 


according to operating mode: 


ALC, PO and S (the three leftmost posi- 
tions) select the meter functions during 


satellite (full duplex) operation only. 


S/PO and DISC/ALC are for simplex and 
semi-duplex Eie.vo.PO 
selection shows received signal 
and transmitter power output 
modes. The DISC/ALC selection, while 
receiving, also shows S-units in SSB and 
CW modes, but the FM mode the 
meter indicates discriminator center 
tuning. While transmitting with the 
DISC/ALC selection, 
ALC (automatic level control voltage) in 


operation. 
strength 
in all 


in 


the meter shows 


SSB and CW modes, and relative power 
output in FM. 

(25) PREAMP Button 

This button switches +13V DC (max 300 


mA) at the ANT jacks during reception, to 


control a masthead preamplifier (not 
supplied). 
(26) Small Controls 


VOX GAIN, DELAY & ANTI-TRIP 
These controls set the automatic voice- 
actuated transmit/receive switching 
SSB and FM modes; and semi break-in 
keying in CW mode. Adjustment details 
are in the Operation chapter. 
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KEY ER®SPEED 

Adjusts the speed of the optional 
internal’ *electronic’ CW “keyer if 
installed. 


(27) AGC and SAT Selectors 


AGC 
Selects the desired receiver AGC decay 
time in SSB and CW modes: fast, medium 
or slow. 


SAT (Full Duplex Satellite Operation) 


OFF: satellite operation disabled 


2.2 TOP PANEL SWITCHES 


(1) Memory Backup 


Accessible through this hole is a miniature 
slide switch which disconnects the lithium 
backup battery. When the front panel 
POWER switch is off, sliding this switch 
tol the leit. tore 30s seconds sciears. all 
memories (including vfos), and resets the 
microprocessor. 


LR LLL IO oO 


Note: "SAT" is displayed in orange when 
this selector is set to any position 
except OFF. 


RX: receiving (downlink) frequency is 
displayed and tunable, transmit 
frequency is fixed and not dis- 
played. 


TX: transmit (uplink) frequency is 
displayed and tunable, receive 
frequency is fixed and not dis- 
played. 


NOR: receiving (downlink) frequency is 
displayed, vfos track together in 
same direction when tuning. 


REV: receiving (downlink) frequency is 
displayed, vfos track in opposite 
directions when tuning. 


f (2) 2-Meter Automatic Repeater Shift 


Accessible through this hole is a miniature 
slide switch which disables the Automatic 
Repeater Shift feature. When enabled, this 
feature causes the transmit frequency to 
be automatically . of fS et oma 
preprogrammed amount (default 600 kHz) 
from the receive frequency when tuned to 
the repeater input subband of the 144 MHz 
band. Move this switch to the left to 
disable this feature. When disabled, 
repeater shift can still be ‘selecten 
manually with the +/-RPT functions (of 
the MODE buttons). 


2.3 REAR PANEL JACKS & SWITCHES 


15) 


(1) DC Output Cable Pigtail 


This cable provides 13.8V DC at up to 8A 
from the internal switching power supply. 
Normally, to operate the transceiver from 
me oAC mains, this cable must be connec- 
ted to the 13.8VDC jack. 


(2) GND Terminal Post 


Connect this terminal to a good earth 
ground using heavy braided cable. 


(3) CAT DIN Jack 


@) GND 


@) S. IN 
, 8) BUSY 


, & S. OUT 
(6) NC 
© 13.8V 


This 6-pin jack provides serial I/O 
connections for external computer control. 
Data rate is 4800 bits/sec, TTL level. 
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(4) STBY DIN Jack 


@) GND 

@) STBY 430MHz 

3) STBY 50/220/1200MHz 
(4) STBY 144MHz 

(6) STBY 50/220MHz 


5 ee 


4 


This 5-pin jack provides transmit/receive 
switching lines for controlling external 
transmitter amplifiers. Pinout is determined 
by Band Module Installation (83.7). 


(5) KEY Jack 


This 34-inch, 3-contact stereo jack accepts 
a CW key or keyer paddles (for the 
optional internal electronic keyer), or your 
external electronic keyer. DO NOT USE A 
9-CONTACI PLUG in this jack. Pinout. Is 
shown above. Key up voltage is 4.5V, and 
key down current is 2 mA. 


(6) EXT SPKR (External Speaker) 


This 2-contact mini phone jack is for con- 
nection of an external 4- to 8-ohm 
speaker, such as the SP-767. 


(7) PTT Jack 


This RCA jack is connected in parallel 
with the MOX switch, and allows activa- 
tion of the transmitter by external 
devices, such; as "a—packet. ING. or “a 
footswitch. Open-circuit voltage is 8V DC, 
and closed-circuit current is 8 mA. 


(8) DATA IN/OUT Jack 


This 3-contact mini stereo jack allows 
direct sconnection tomthe) BM preceiver 
demodulator and FM transmitter modulator, 
for digital terminal equipment such as a 
packet radio TNC. No pre- or de-emphasis 
is added to the signals at this jack. Input 
impedance (ring contact) is 600 ohms (for 
FM mode only) and input signal level 
should be 30 mVrms. Output (tip contact) 
level is 200 mVrms maximum at 10 kilohms. 


DATA IN 
DATA OUT 
GND 


(9) 13.8VDC Socket 


For AC operation, connect the DC supply 
cable pigtail (1) to this jack. To operate 
the: transceiver from can, externale BC 
source, connect your 13.8V. De supply 
here. The supply must be capable of at 
least 8 Amperes continuous load. 


(10) FUSE Holder 


For 100 - 117 VAC operation, install a 4A 
fuse here. For 200 - 234 VAC operation 
install a 2A fuse. 


(11) AC Jack 


After ensuring that the installed fuse has 
the correct rating for the AC voltage to 
be used, connect the mating end of the 
supplied AC cable to this 3-pin jack. 


(12) 144 MHz Coaxial Jack 


This type 'M' (SO-239) jack is for connec- 
tion of your antenna for the 2-meter band 
or linear amplifier input. Optimum 
impedance is 50 ohms, unbalanced. 


(13) 430 MHz Coaxial Jack 


This type 'N' jack is for connection of 
your antenna for the 70-centimeter band, 
or linear amplifier input. Optimum 
impedance is 50 ohms, unbalanced. 


(14) 50 MHz or 220 MHz Coaxial Jack 
(Optional) 


This type 'M' (SO-239) jack -is) presen 
only if the optional 50 MHz or 220 MHz 
band modules are installed. Connect your 
antenna for the 6-meter or 14-meter band 
(respectively), or linear amplifier input. 
Optimum impedance is 50 ohms unbalanced. 


(15) 50/220 MHz or 1.2 GHz Coaxial Jack 
(Optional) 


If the 1.2 GHz band module is installed, it 
must be in this location. Otherwise the 50 
or 220 MHz band modules may be installed 
here. The 1.2 GHz module has a type '!N' 
jack, and the 50/220 MHz modules have a 
type 'M' (SO-239) jack. Connect your 
antenna or linear amplifier for the 
appropriate band. Optimum impedance is 50 
ohms, unbalanced. 
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INTRODUCTION 


The 70-2103A and 70-2104A are Amplified Dynamic Microphones with integral DTMF en- 
coder, audio annunciator and UP/DOWN channel control switches. The 70-2104A also incorpo- 
rates a field programmable ANI (Automatic Number Identifier) feature capable of automatic 
and manually activated transmission. 


INSTALLATION 


The 70-2103A and 70-2104A can be used in piace of the standard microphone on all Midland 
mobile transceivers (the UP/DOWN switches are usable only on SYN-TECH models). To accept 
the 70-2103A or 70-2104A, the 4-pin microphone jack standard on all mobile transceivers must 
be replaced by a 6-pin jack P/N 70-159120. Refer to the microphone plug pinout elsewhere in 
this manual. 


CONTROLS AND INDICATORS 


PTT Bar — Activates the internal microphone and amplifier and provides a ground on the PTT 

line to activate the transmitter of the transceiver. On the 70-2104A only, the PTT also activates 

the ANI function as described below. 

Encoder Pad ON/OFF Switch — Switches power to the DTMF encoder circuitry. 

UP/DOWN Switches — Provide a ground to activate the UP or DOWN channel control lines of 

a SYN-TECH transceiver. A single depression of either switch causes a single channel change. 

Holding either switch down causes a rapid channel change up or down. 

Keyboard Switches — When the encoder pad is switched on, pressing any keyboard switch 

performs two functions: 

1) Generates the DTMF tone pair corresponding to that key. 

2) Starts a 1 second transmit “hang timer’’ which in turn applies a ground to the transceiver 
PTT line. 

Red LED Indicator — Lights to indicate that the ON/OFF switch is ON. Lights more brightly 

to indicate that the PTT line has been pulled low by the DTMF encoder. 

Audio Annunciator — An internally mounted piezoelectric element which reproduces the 

DTMEF tones for positive verification of key closure. 


OPERATION 


To operate as a standard microphone, press the push-to-talk bar and speak across the micro- 
phone in a normal or slightly louder than normal voice. Release the PTT bar when the trans- 
mission is complete. During the receive mode, channel changes can be made by pressing the UP 
or DOWN buttons located on the top of the microphone. Rapid channel change occurs when 
either button is held more than one half second. 

To enable the DTMF encoder function, push the slide switch above the encoder pad to the 
“ON” position. The LED indicator will glow to indicate that the encoder pad is active. Press 
the keys in the desired sequence to send the DTMF selective calling signal. As each button is 
pressed the DTMF tones will be heard and the red LED above the switch will be illuminated 
more brightly, giving positive indication of key closure. The transmitter is automatically keyed 
when any keyboard button is pressed. The built-in transmitter ‘‘hang timer’’ causes the trans- 
mitter to operate continuously if the delay between key strokes is less than one second. When 
the DTMF transmission is complete, the PTT bar can be pressed for normal voice transmission 
or the ON/OFF switch can be turned off to prevent accidental key activation. Do not attempt 
to send a DTMF code sequence while the PTT bar is pressed since distortion of the DTMF 
signals from background noise may result. 


DTMF AUDIO LEVEL ADJUSTMENT 


The DTMF audio output level is factory set to provide approximately 4.5 KHz deviation when 
connected to a SYN-TECH transceiver. The audio level can be changed by adjusting VR1. 


ANI OPERATION (70-2104A only) 


The ON-OFF switch must be ON to enable all ANI functions. The ANI sequence is automatical- 
ly sent when the PTT switch is closed if at least 20 seconds have elapsed since the end of the 
last transmission or since the ON/OFF switch was switched ON. ANI can also be sent at any 
time by pressing the * or # keys. Microphone audio is automatically muted whenever ANI is 
being generated. 


ANI DIGIT PROGRAMMING (70-2104A only) 


Remove the four screws securing the rear cover and remove the cover. The ANI sequence can 
be set from 1 to 8 digits and is programmed by connection of the color-coded jumper wires 
on the printed circuit board. Each jumper represents one digit: black is the first digit, labeled 
A on the board, brown is the second, labeled B, etc. The double pads at the bottom of the 
board marked 1-9,0,A,B,C,D,”, and # are the connection points for the programming jumper 
wires. To strap the ANI number 2137AD, for instance, the black jumper must be connected 
to the pad area marked 2, the brown wire to the pad marked 1, the red jumper to the pad 
marked 3, and so on. Any unused jumper wires should be removed or insulated on the 
unsed end. 


ANI DIALING SPEED ADJUSTMENT (70-2104A only) 


The ANI dialing speed may be adjusted by VR2 over a range of 1040 pulses per second. It is 
factory set at 10 PPS. 


MULTIPLE ANI GENERATION (70-2104A only) 


The 70-2104A as supplied generates a single ANI sequence when activated by PTT or the “or # 
keys. The ANI function can be strapped to generate from 2 to 9 consecutive sequences by 
installing a jumper between points ‘’X*’ and ‘‘Y”’ and moving the jumper connecting the points 
marked S and C to connect points M and C. VR3 can then be adjusted to produce the desired 
number of ANI sequences. 


AUTO-ANI DELAY (70-2104A only) 


The ANI sequence is activated by the PTT switch, but circuitry is included to prevent ANI from 
occurring during a 20 second interval following the last transmission. This interval can be 
shortened or extended by decreasing or increasing the values of R14 and/or C9. To cause ANI 
to occur at every transmission, C9 should be removed. 


ANI PREFIX ENABLE (70-2104A only) 


When the ANI is activated by pressing the * or #keys, the * or # is muted so that only the ANI 
code is sent. If it is desirable to send the * or # prior to the ANI code, cut the path marked ‘A’ 
on the top of the printed circuit board. 


ANI DEFEAT (70-2104A only) 


To defeat activation of the ANI sequence by either * or #, remove D1 or D2 respectively. The 
* or #can then be used in the ANI sequence or in a manually generated signalling sequence. 
NOTE: If the * or # is used in the ANI sequence, it cannot be used to initiate the ANI 
sequence. To defeat ANI activation by the PTT switch, remove D35. 


TRANSMITTER HANG TIMER ADJUSTMENT 


A one second transmitter hang timer is activated every time a key is pressed to allow 
continuous transmission while a code sequence is being sent. To lengthen or shorten the timer 
period, the values of C5 eee it be increased or decreased. 

Ke) 
ANNUNCIATOR LEVEL CHANGE 


The audio output level of the DTMF annunciator circuitry can be raised or lowered by increasing 
or decreasing the value of C1. 


SINGLE TONE GENERATION 


By addition of a jumper wire between pins 1 ar.d 15 (marked “’T’’ and ‘‘N”’ on the PCB bottom 
views) of IC1 (70-2103A) and IC4 (70-2104A), single tones may be generated by simulta- 
neously pressing any two keys in the same column or row. The tone frequency generated will 
be the one associated with the row or column in which the two buttons were pressed. This 
function is not normally used for selective signalling but may be useful for transmitter test- 
ing. The standard DTMF row and column frequencies are reproduced below. 


Row 1 697 Hz Column 1 1209 Hz 
Row 2 770 Hz Column 2 1336 Hz 
Row 3 852 Hz Column 3 1477 Hz 
Row 4 941 Hz Column 4 1633 Hz 


SPECIFICATIONS 


Output: -8 dBm + 3 dB/600 ohms 
DTMF Tone Distortion: 10% maximum 

DTMEF Tone Accuracy: +1% 

DTMF Twist: 3 dB maximum 

Interdigit Hang Time: 1 second 

Operating Voltage: 7 —10VDC 

Operating Current: 42 mA quiescent, 45 mA active (Light Current 20mA) 
Internal Adjustments: DTMF audio level 

Keyboard: 16 digit 

Case Material: Cycolac 

Cord: Neoprene, 7 ft., shielded 6 wire 
Connector: ° Standard 6 pin 

Operating Temperature: -30 to +60 °C 


70-2104A only: 


DTMF On/Off Ratio: 50/50 
DTMF Dialing Speed: Adjustable 10-40 PPS 
Internal Adjustments: ANI dialing speed 


ANI repeat control 
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PARTS LIST 
MODEL 70-2103A, 2104A 


T 


REF. NO. DESCRIPTION Q'TY PART NO.| REF. NO. DESCRIPTION Q'TY 
1 FRONT CASE 1. 70-010097 | C7 TANT 0.1uF 25V 
2 REAR CASE 1 70-010098 |] c8 TANT 0.1uF 25V 1 
3 SWITCH KNOB (PTT) 1 7021 10078)| <1 CERA-LOCK CSA3.58M 1 
4 SWITCH KNOB (ON-OFF) 1 70-110019|swi1 SLIDE SW SSS 322 1 
5 KEY BOARD 1  70-038050 | Sw2 PUSH SW SPJ322 1 
6 PUSH BUTTON , 1 70-110020 | sw3 TACT SW 1 
7 CUSHION 1 70-157087/1swa TACT: SW 1 
8 STOPPER 1 70-157088 | c2P CONNECTOR 2P 4 
9 SCREW PANHEAD 2x4 4 70-5437 (ese CONNECTOR 3P 1 
10 SCREW PANHEAD 23 x 16 4 70-151438 | cop CONNECTOR 9P 1 
lia NAME PLATE (KEY BOARD) 1  70-020098 | PzB PIEZO BUZER 1 
12 NAME PLATE (UP, DOWN) 1 70-020099 
1S NAME PLATE (ON, OFF) 1 70-020100 70-2104A P.C. BOARD ASS’'Y 
14 NAME PLATE (REAR) 
70-2103A 1a ZO-0S805T C1 TC4572BP 1 
70-2104A 1  70-038061 | 1C2 TC4520BP 1 
15 MIC. CARTRIDGE 1 70-038017 | 1C3 TC4051BP 1 
16 PACKING 1 1C4 TCM5089N 1 
le SCREEN 1) 7020201102) 65 NE555P i 
18 RUBBER SWITCH 1  70-038052]1C6 78LO5A 1 
19 CORD RETAINER 1  70-157090]Q1 2SC2458GR 1 
20 CURL CORD 1 9 97102084131) O2 2SA1015GR 1 
21 CONNECTOR 1  70-159164]Q3 2SC2458GR 1 
DE SCREW PAN HEAD 2.3 x 8 1 70-151439]04 2SK583 1 
23 SPRING 1 70-152048}05 2SC2458GR 1 
24 CONNECTOR LEAD (9p) 1 70-159280|]D1—43 181588 43 
25 CONNECTOR LEAD (3p) 1 70-159279|]LED (RED) DR5532K 1 
26 PIEZO BUZER 1  70-086017|LED (GREEN) SEL2410E 4 
27 SWITCH P.C. BOARD 1 70-038054 | LAMP SPACER SLS-34 4 
28 P.C. BOARD 70-2103A 1 70-070136/VRI1 1KQB 1 
70-2104A 1  70-070139]vR2 100K2B 1 
29 O12 EBAD ‘l 70-034132 | VR3 IMQB q] 
30 $1.2 LEAD 1 70-034133] R11 CARBON 4.7KQ 1/8W 1 
ul EED Pac. BOARIDF70-21038A 1 70-038057 | R2 CARBON 1KQ 1/8W 1 
70-2104A 1 70-038057 | R3 CARBON 2702 1/8W 1 
BP ~0.8 LEAD BLACK 1 70-038059 | Rq CARBON 470Q 1/8W 1 
33 ~0.8 LEAD RED 1 70-038060 | R5 CARBON 180KQ 1/8W 1 
34 SCREW PANHEAD 2 x 8 2 70-151425 | R6 CARBON 100KQ 1/8W 1 
35) SPACER 2 70-038053 | R7 CARBON 30KQ 1/8W 1 
36 SCREW PAN HEAD 2 x 6 S 70-151626 | Rg CARBON 10K 1/8W 1 
R10 CARBON 150KQ 1/8W 1 
70-2103A P.C. BOARD ASS’Y R11 CARBON 100K 1/8W 1 
R12 CARBON 820KQ 1/8W 1 
Kea TCMS5089N 1 70-076181 R13 CARBON 390 1/4w 1 
IG@2 78LO5A 1 70-076182 R14 CARBON 3.3MQ 1/8W 1 
Q1 2SC2458GR 1 70-080030 R15 CARBON 27KQ 1/8W 1 
O2 ZSA1015GR 1 70-080025 | R16 CARBON 100KQ 1/8W 1 
Q3 2SC2458GR 1 70-080030 | R17 CARBON 3.3MQ 1/8W 1 
Q4 2SK583 1 70-080158 | R18 CARBON 820KQ2 1/8W 1 
Q5 2SC2458GR 1 70-080030 |} R19 CARBON 1MQ 1/8W 1 
D1 1IS1588 1 70-085060 } R20 CARBON 100KQ 1/8W 1 
D2 1IS1588 1  70-085060 | R21 CARBON 4302 1/4w 1 
LED (RED) DR5532K 1 70-202020 | R22 CARBON 4302 1/4wW 1 
LED (GREEN) SEL2410E 4 70-202030/ C1 TANT 0.47uF 35V q 
LAMP SPACER SLS-34 4 70-038058 | C2 TANT 1uF 10V 1 
VRI 1KQ B 1 70-164042|C3 TANT 0.47uF 35V 1 
R1 CARBON 4.7KQ 1/8W 1  70-140018 | C4 CERA 100pF 50V 1 
R2 CARBON 1KQ2Q 1/8W VW 7O0=1400119| ‘C5 TANT 2.2uF 10V 1 
R3 CARBON 2702 1/8W 1 70-140010 | C6 CERA 30pF x2 1 
R4 CARBON 4702 1/8W 1 70-140007 | C7 WANE Onals 2Zow 1 
R5 CARBON 180KQ 1/8W 1 70-140139 | C8 TANT 0.1pF 25V i 
R6 CARBON 30KQ 1/8W 1 70-140169 | C9 TANT 6.8HF 10V 1 
R7 CARBON 10KQ2Q 1/8W 1 70-140021 | C10 TANT 2.2uF 10V 1 
RQ CARBON 150KQ 1/8Ww i 70214077108) C11 TANT 0.1nF 25V 1 
R10 CARBON 820KQ 1/8W 1 FO1N4eO 72 | Giz TANT 0.47uUF 35V 1 
R11 CARBON 3902 1/4W 1 70-140038 | C13 TANT 2.2uF 10V 1 
R12 CARBON 5KQ 1/8W 1 70-140171 | C14 TANT 2.2uF 10V 1 
R13 CARBON 47KQ 1/8Ww 1 70-140027 | C15 CERA 0.01pF 50V 1 
R14 CARBON 47KQ 1/8W li 20-14. 00270 C16 TANT 0.14F 25V 1 
R15 CARBON 100KQ2Q 1/8W 1 70-140042 |SW1 SLIDE SW SSS322 1 
R16 CARBON 4302 1/4w 1 70-141185 |SW2 PUSH SW SPJ322 1 
R17 CARBON 4302 1/4w 1 70-141185 | SW3 TACT SW 1 
C1 TANT 0.47uF 35V 1 70-138106 | SW4 TACT SW 1 
C2 TANT 1uF 10V 1 03-003038 | C2P CONNECTOR 2P 1 
ces TANT 0.47uUF 35V 1 70-130106 | C3P CONNECTOR 3P 1 
C4 CERA 100pF 50V 1 70-132040 | c9P CONNECTOR 9P 1 
C5 TANT 2.2uF 10V 1  70-130591 | x1 CERA LOCK CSA 3.58M 1 
C6 CERA CSC 100P x 2 1 70-135115;PZB PIEZO BUZER 1 


PART NO. 


70-135102 
70-135102 
70-135104 
70-183041 
70-183042 
70-183043 
70-183043 
70-159161 

TONV5SS277 
70-159278 
70-086017 


70-076183 
70-076184 
70-076185 
70-076181 
70-076186 
70-076182 
70-080030 
70-080025 
70-080030 
70-080158 
70-080030 
70-085060 
70-202020 
70-202030 
70-038063 
70-164042 
70-164043 
70-164044 
70-140018 
70-140011 
70-140010 
70-140007 
70-140139 
70-140042 
70-140169 
70-140021 
70-140170 
70-140042 
70-140172 
70-140038 
70-140150 
70-140025 
70-140042 
70-140150 
70-140172 
70-140032 
70-140072 
70-141185 
70-141185 
70-138106 
03-003038 
70-138106 
70-132040 
70-135091 
-135103 
-135102 
-135102 
-138148 
-138149 
-135102 
-138106 
-135091 
70-135091 
70-131260 
70-135102 
70-183041 
70-183042 
70-183043 
70-183043 
70-159161 
70-159277 
70-159278 
70-135104 
70-086017 | 
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BAND MODULE INSTALLATION 
IN THE FTS736R 


The FT-736R is supplied with the 144 MHz 
and 430 MHz band modules already instal- 
led in the two upper .compartments. Up to 
two additional band modules may also be 
installed, in the lower compartments. 


(1) Remove all connections from the jacks 
on the rear panel, and then remove 
the two screws in the carrying handle 
and the eight screws affixing the top 
and bottom covers. Remove the handle 
and covers, and place the transceiver 
upside-down on the workbench. 


(2) Locate the gray rubber thermal pad 
supplied with the Band Module, and 
the four machine screws. After 
confirming the correct location for the 
Module, insert the machine screws 
from the rear through the four holes 
in the heatsink and then through the 


holes in the thermal sheet. 


(3) Carefully slide the Band Module into 
place so that the mounting feet on the 
Module fit into their slots in the 


chassis. 


Note in the following diagram that the 1.2 
GHz module may be installed only in the 
lower left corner (when viewed from the 
rear). The 50 and 220 MHz modules may be 
installed in either of the lower compart- 
ments. 
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(4) 


(5) 


(6) 


(7) 


(8) 


Tighten the four machine screws, and 
install one self-tapping screw (for 50 
or 220 MHz modules: two for the 1.2 
GHz module) through the hole(s) near 
the front of the module into the 
chassis. 


Loosen the two front panel mounting 
screws on each side, and fold the 
front panel upwards. 


Connect the single red wire to either 
of the terminals on the terminal block. 
Ih 

Install the 13-pin plug into J5010 or 
J5011, and the 10-pin plug into J1005 
or J1006. Make a note of which band 
modules are connected to J5010 and 
J5011. You will need this information 
when connecting a masthead preamp or 
an external power amplifier. 


Fold the front panel back into place, 
tighten its screws, and réplace® the 


covers and carrying handle. 


Front panel 


Figure 6 


Figure 7 


Loosen 


‘Terminal block 


Red wire ~) 


Figure 5 
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KPC-9612 to 9600 baud Radio Cable 


The final step in connecting your KPC-9612 is to make the cable from the KPC-9612 
to your 9600 baud radio. NOTE that 9600 baud operation requires a radio that 
is specifically designed or modified for 9600 baud operation. Not all radios 
are capable of being modified for 9600 baud. 


Connections to a radio for 9600 baud operation are made 
through the DB-15 connector on the rear panel. In order to Ee OS 
transmit and receive 9600 baud packet, you must connect the 

following pins to your radio: DB-15 Male 


Pin 1 (PTT) Push-to-Talk — This pin connects to the wining side 
PTT pin on your radio and causes the radio to 
transmit when the TNC has data to send. Your radio may have a 
different name for this pin (e.g. STBY), but the function as described 
in your radio manual should indicate that grounding this pin will 
cause the radio to transmit. 


Pin2 (RXA) Receive Data ~ This pin connects to the 9600 baud data output 
pin of your radio. 


Pin3 (TXA) Transmit Data — This pin connects to the modulator stage of 
the radio. Those radios that are “9600-ready” will identify this pin 
as the 9600 baud data input from your TNC. 


Pin 11 Ground — This pin connects to the ground of your radio. (NOTE: 
Pins 9 and 10 are also ground on the KPC-9612.) 
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The drive level of the 9600 baud modem in the KPC-9612 is adjusted using R-32 and 
jumper J7. When JT is placed on both posts, R-32 will adjust the drive through the 
high range (80 mV - 4 V p-p). This will be the normal setting for most radios. If you’re 
using a Kantronics D4-10 or DVR2-2 radio, J7 will need to be placed on one post only, 
selecting the low range (2 mV- 100 mV p-p). Typically, the proper deviation for 9600 
baud operation is about 3 kHz. If you don’t have a deviation meter, you may have a 
difficult time in adjusting the level properly. However, start by setting the drive level 
as recommended for your brand of radio (see your radio manual). You may then have 
to adjust the drive control (R-32) until you achieve acceptable performance. 


If you have an existing 9600 baud node or 
other station operating in your area, we 
suggest you attempt to digipeat through 
that station (see the UNPROTO command) 
while making this adjustment. 


Front of KPC-9612 


As shipped from the factory, the KPC-9612 sb ae 


is set for proper reception with many of 

the 9600-baud ready radios on the market. 

(J8 is on the center post and post 1.) Should 

you find that your KPC-9612 is not _ 9600 
receiving well, or if you want to fine-tune drive level 
your KPC-9612 for your specific radio you 

will need to place jumper J8 on the center 

post and the post marked 2. This enables 

R-33 for variable equalization. (See the 

diagram at right for component location.) 


Adjusting the KPC-9612 for receive is fairly easy. Connect a voltmeter (analog pre- 
ferred) to pin 8 of the DB-15 connector (RX S/N) or test point J on the PC board and 
pin 10 (ground) of the DB-15. Have another 9600 baud station transmit long packet 
bursts, and adjust R-33 for a peak reading on your voltmeter. (Maximum reading 

is approximately 3 Vdc.) This is the signal quality line indicating how well the 9600 
baud modem is decoding the received signal. This indication is more accurate than 
using the eye-pattern method (used with the GZRUH modems). (See the Calibration/ 
Equalization section later in this manual for more information.) 
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Doppler Compensation http://www.mindspring.com/~n2wwd/html/doppler... 


ul 


Pr ler oF f Compensation = 


Real Time Track Software Pass Predict Antenna Control Doppler 


The relative motion between a satellite and an observer 
causes a frequency shift known as the Doppler effect. 
Doppler is well-u nderstood aes can uid corrected 


Modern amateur satellite transceivers such as the Yaesu 
FT-736R (shown below) have Computer Aided Transceiver 
(CAT) interface ports for automatic computer control. You 


© for commanding the Yaesu 
FT-736R and FT-847 | Fone ner mal pore 


Sa 


The Yaesu FT-736R CAT interface port uses Transistor- 
Transistor Logic (TTL) which operates at OV, 5V levels for "0" 
(low) and "1" (high) logic states. Computer RS-232 serial 
(COM) ports operate at -10V, +10V levels for low and high 
logic states. You therefore need an RS-232/TTL converter to 
control this radio. 


Yaesu sells a converting interface for about $100 retail. You 
can build a converter for about $10. You need the following 
parts: 


(1) DB25 Female 25 pin connector and shell 
(1) 6 Pin DIN plug 

(2) 2N2222A NPN transistors 

(3) 10K resistors 

(1) 11K resistor 

(1) 4.3K resistor 


This circuit can be built within the shell of the DB25 
connector. Use the schematic diagram below, provided by 
Eduardo Jacob EA2BA], as a your guide for making the 
connections. 
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AS232 DBZE CONNECTOR iy 
CAT 6 PIN CIN we piles 


Pin 2 (TXD) is connected to 10K resistor R1. The other end of 
R1 is connected to the base of transistor Q1. The emitter of 
Q1 goes to ground. 


e Pin 3 (RXD) is connected to the collector of transistor Q2 
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Now you can enter any of the mailbox commands shown (B,J,K,L,R,S or Help). Later 
you will want to read the PBBS section of this manual for more information. If you 
type the HELP command and press return, you'll see the KPC-9612 mailbox help file 
and then the standard mailbox prompt: 


ENTER COMMAND B.,J,K,L,R,S, or Help> 


Now disconnect (just like you will disconnect from any other station). First, return to 
Command mode by typing CONTROL-C on your keyboard. To do this, hold down the 
control key (usually marked CTRL) and type the letter C. Release the control key. You 
should now see the cmd: prompt. Next you must type the DISCONNE command and 
press return. You will receive the message ***DISCONNECTED and a new command 
prompt. 


Congratulations! You have now completed your first connect. 


KPC-9612 to 1200 baud Radio Cable 


The next step in installing your KPC-9612 is to make the cable for the 1200 baud port 
(port 1) of your KPC-9612 to your radio. To transmit and receive data, you must make 
the following pin connections from the DB-9 connector to the appropriate pins on your 
radio: 


pik Pin 1 (TXA) Transmit audio — This pin connects to the microphone input 
of your radio. TXA is the data being sent by your TNC. 


The PTT signal causes the radio to transmit when the TNC has data 
to send. This pin on your radio may have a different name (e.g. STBY), 
but the function as described in your radio manual should indicate 
that a ground on this pin will cause the radio to transmit. 


sia Pin 3 (PTT) Push-to-Talk — This pin connects to the PTT pin of your radio. 


~~ Pin5 (RXA) Receive audio — This pin normally connects to the external 
) speaker jack on your radio. The supplied 3.5 mm phone plug can 
be used by connecting the tip to pin 5 and the sleeve to pin 6. In 
some radios, receive audio is also available through the microphone 
connector. If your radio provides this feature, you will probably need 
to set the CD command to SOFTWARE since this audio is usually 
unaffected by the squelch or volume controls of your radio. 


re & Pin6 Ground ~ This pin connects to the ground pin of your radio. If your 
radio has a separate mic ground and PTT ground, we recommend 
that you connect the PTT ground and do not connect the mic ground. 
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The DB-9 connector supplied with your KPC-9612 is a male connector. OOOO® 
When you look at the connector from the back (the point you will solder OOM® 
the wires) the pins are numbered as shown in the diagram. 

After you have completed this cable, connect it to your KPC-9612 and naa Ar 
secure the DB-9 connector with the screws. Connect the other end to 9 


your radio. 


To adjust the receive volume on your 1200 baud radio properly, first turn on your 
computer, start your terminal program and turn on the KPC-9612. Be sure the CD 
command in the KPC-9612 is set to INTERNAL. Next turn on your radio and open 
the squelch control (fully counter-clockwise). Slowly turn the volume up until the 
RCV LED on the KPC-9612 lights. Increase the volume control slightly from this 
point. Next, turn the squelch control clockwise until the RCV LED goes out or until 
the noise in your speaker stops. Your radio is now properly adjusted for receive 
volume. NOTE: If your RCV LED does not go out when you turn the squelch 
control clockwise, you will need to set the CD command to SOFTWARE. This 
may occur when receive audio is taken from the microphone connector or 
from a dedicated data jack. 


Adjusting Transmit Drive Level 


The drive level from the KPC-9612 to your 

radio can be adjusted by using potentiom- 

eter R-22 and jumper J5. When J5 is placed 

on both posts, the drive may be adjusted 

through the high range (140 mV-4 V p-p) 1200 
with R-22. Placing J5 on one post only drive level 
selects the low range (2 mV- 60 mV p-p). 

This jumper is set at the factory for the 

low range, which provides the proper drive 

level to most radios. If your radio requires 

a higher drive, move J5 and adjust R-22. 

See the diagram at right for the location 4200 
of these components. You should adjust Panaieaton 
the drive level to provide about 3 to 3.5 kHz q 
deviation with your radio. If you don’t have 
access to a deviation meter, adjust this so 
your packet transmissions sound about the 
same volume as most of the others you hear. Back of KPC-9612 
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Note: This file is updated from time to time by me. 
Discard old versions. James G3RUH. 


FT736 & 9600 Baud Operation 


by James Miller G3RUH 
1994 Aug 10 


These notes tell you where to get FM RX audio direct from the 
discriminator, and where to modulate the FM TX varactor directly. These 
modifications are non-destructive and take no more than a few minutes. 
The signals bypass the "DATA SOCKET" for high grade FM operations. 


The RX mod is suitable for: 


UOSAT 9600 baud downlink and terrestrial links 
* 1200 baud AFSK/FM Standard Packet - BUT IT'S UNSQUELCHED. 


The TX mod is suitable for: 


FO-20/PACSAT uplink (1200 bps Manchester FM) 
UOSAT 9600 baud uplink direct FSK and terrestrial links 
* 1200 baud AFSK/FM Standard Packet. 


2K KK 


FT736 - FM Direct from Discriminator 

Detected FM direct from the receiver discriminator is available from the 
RX UNIT at the junction of R91 and C83. These components are shown in the 
top right-hand corner of the schematic. 


Proceed thus: 

1. Disconnect FT736 from the mains electricity. (Safety). 

2. Remove top cover only. 

3. RX Unit is the vertical module on the left. 

4. Locate R91 which is about 25mm from the top, 50mm from the radio rear. 
the resistor is "on-end", and near a couple of glass diodes. 
Scrape any paint off R91's free end and wet with solder. 
6. Your RXaudio lead should be a fine screened cable; connect the inner 

to R91, and the outer braid to a ground point (e.g. can of TO09) 

7. Route the cable out though any convenient aperture in the case. 
8. Remove C82. It's by the end of CDQ1, the 455D block. 
9. The discriminator sensitivity (FM Normal) as about 6 kHz/volt. 


Ul 


Important notes on 9600 Baud Use 


FT736 receivers are fitted with an LFH12-S IF filter for FM. (CFQ1 at the 
top front of the RX Unit). This is a “12 kHz" bandwidth filter which is 
barely OK for 9600 bps FSK operation. 


It is recommended you change this to 15 kHz. For UOSAT use, 20 kHz 
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bandwidth will give more tolerance to doppler shift, and give a better 
"eye". Suitable filters are: 

LFH-15S / CFW455E, 

LFH-20S / CFW455D. 
You may prefer to replace the FM-N filter instead. 


Changing RX Unit crystal filter XFQ1 to type 13M20A (Yaesu part No. 
H1102126) will considerably improve reception. This is especially 
beneficial with U0-22. 

(Tnx: Yaesu-EA via EAI1KT and muTek Tel: +44 115 9729467) 


For Full-Duplex satellite use ONLY, increase modem C25 to 1uF. 


FT736 DIRECT VARACTOR FM MODULATION 

Refer to the circuit diagram; inject your TXaudio at the junction of 
R32/C29 on the TX Unit. The signal level at this point should be 800 mV 
peak-peak, and will give +/- 3 kHz deviation. DO NOT EXCEED THIS LEVEL. 
Set Mic Gain to min. 


Modulating the FM transmitter this way you get an LF response down to 
18 Hz (at which point the associated synthesiser PLL begins to track the 
modulation), and an HF response which is flat to some 10 kHz. 


Proceed thus: 

1. Disconnect FT736 from the mains electricity. (Safety). 

2. Remove top cover only. 

3. TX Unit is the module flat on the left (not the one tucked down the 
Side vertically). 

4. R32 is just to the left of the rectangular shielded enclosure. The 
resistor is "on end". Scrape any paint off the free leg. 

5. Your TXaudio lead should be a fine screened cable; connect the inner 
to R32, and the outer braid to the adjacent enclosure. 

6. Route the cable out though any convenient aperture in the case. 


7a. 1200 BAUD PSK MODEM: TXAudio of 800 mV pk-pk can be obtained by 
adjusting the components C9= luf, R3=47k, R5=infinity (i.e. remove). 
C10 stays at 10nf (0.0luf). 


7b. 9600 BAUD FSK MODEM: Adjust TXAudio level with VR1. Use TXEPROM 
selection number 10 (ten) for UoSAT, i.e. JMP1,3 ON, JMP2,4 OFF 


Tidy Installation 

I found it neat to make up a little aluminium bracket to affix under 
the rear left lid screw. This bracket carries a 5-pin DIN socket, 
and the TX RX and PTT wires are terminated here. This saves having 
leads dangling out of the interior. (Tnx EI6EH). 


Alternatively mount the connector in the hole where the fuse goes. Undo the 


fusefolder and push it safely inside the radio. If the fuse blows you 
have to open up the radio anyway! (Tnx EAIKT) 
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Notes compiled by G3RUH @ GB7DDX.#22.GBR.EU 1990 Mar 16, rev 1994 Aug 10 
<end> 
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Section 3. INSTALLATION 


3.1 Preliminary Inspection 


Pa@epect the transceiver thoroughly 
immediately upon opening the packing 
carton. Check to see that all controls and 
switches work freely, and inspect the 
outside of the cabinet for any signs of 
damage. If any damage is found document 
it completely, and contact the shipping 
company (or dealer, if you purchased it 
over the counter) right away. Save the 
packing materials for possible use at a 
later date. 


If you have purchased optional band 
modules or other internal options that are 
not yet installed, see §3.5 to install them 
before proceeding. 


3.2 Power Connection 


Before connecting power, if using AC, 
check the AC voltage label on the rear 
panel, to make sure that it matches your 
local line voltage. The switching supply in 
the FT-736R may be wired for operation 
from. 85 to 132 VAC or 170 to 264 VAC. If 
your mains voltage is not within the range 
of the label, the power supply range 
jumper must be relocated as shown below, 
and the fuse must be changed. Make sure 
to change the label if you change the 
power supply range. 


NOTE: if you relocate the power supply 
jumper you must change the fuse in the 
fuse holder. The lower voltage range re- 
quires a 4A fuse, and the higher voltage 
range requires a 2A fuse. 


pit eashcget GAUTIONV 2! atl! 


PERMANENT DAMAGE WILL RESULT IF 
IMPROPER=SUPPEY° VOLTAGE 1S 
APPLIED TO THE TRANSCEIVER. YOUR 
WARRANTY DOES NOT COVER DAMAGE 
GeUSE Do IMPROPERisSUPP DY 
VOETAGESOR tUSE (OP AN IMPROPER 


BUSE. 


After making certain the AC label matches 
your line voltage, and the correct fuse is 
installed in the fuse holder, connect the 
DC output cable pigtail to the 13.8VDC 
socket, and then connect the AC power 
cord to the 3-pin AC jack on the rear 


panel (see the photo below). Do not 
connect the other end of the power cord 
to the wall outlet until all other trans- 
ceiver interconnections have been made. 


If using an external DC supply, it must be 
capable of 8 Amperes continuous load. 
Connect it to the 13.8VDC socket on the 
rear panel, ensuring proper polarity. 
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RESISTOR VALUES ARE IN 9. 1/6W: 

CAPACITOR VALUES ARE IN pF: 

INDUCTOR VALUES ARE IN HENRIES. UNLESS OTHERWISE NOTED. 
DIODES ARE TYPE 1SS270 UNLESS OTHERWISE NOTED. 

(Sr }CAPACITORS ARE SEMICONDUCTOR CERAMIC, 25wv. 
(T)CAPACITORS ARE TANTALUM. 


Section 3. INSTALLATION 


3.1 Preliminary Inspection 


Mvepect “the transceiver thoroughly 
immediately upon opening the packing 
carton. Check to see that all controls and 
switches work freely, and inspect the 
outside of the cabinet for any signs of 
damage. If any damage is found document 
it completely, and contact the shipping 
company (or dealer, if you purchased it 
over the counter) right away. Save the 
packing materials for possible use at a 
later date. 


If you have purchased optional band 
modules or other internal options that are 
not yet installed, see §3.5 to install them 
before proceeding. 


3.2 Power Connection 


Before connecting power, if using AC, 
check the AC voltage label on the rear 
panel, to make sure that it matches your 
local line voltage. The switching supply in 
the FT-736R may be wired for operation 
from 85 to 132 VAC or 170 to 264 VAC. If 
your mains voltage is not within the range 
of the label, the power supply range 
jumper must be relocated as shown below, 
and the fuse must be changed. Make sure 
to change the label if you change the 
power supply range. 


NOTE: if you relocate’ the power supply 
jumper you must change the fuse in the 
fuse holder. The lower voltage range re- 
quires a 4A fuse, and the higher voltage 
range requires a 2A fuse. 


piel ot ieee CAUTION ia! latin 


PERMANENT DAMAGE WILL RESULT IF 
IMPROP PRees UPPEOrVOLEVAGE TS 
APPLIED® TO* THE TRANSCEIVER. “YOUR 
WARRANTY DOES NOT COVER DAMAGE 
CAUSE DARBY] IMPROPER SSUPPEY 
VOETAGE.*OR (USE OF AN IMPROPER 


| FUSE. 


After making certain the AC label matches 
your line voltage, and the correct fuse is 
installed in the fuse holder, connect the 
DC output cable pigtail to the 13.8VDC 
socket, and then connect the AC power 


eord to the 3-pin’ "AC * yack on’ ‘the rear 
panel (see the photo below). Do not 
connect the other end of the power cord 
to the wall outlet until all other trans- 
ceiver interconnections have been made. 


If using an external DC supply, it must be 
capable of 8 Amperes continuous load. 
Connect it to the 13.8VDC socket on the 
rear panel, ensuring proper polarity. 


mans 
£O.e 
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3.3 Transceiver Location and Grounding 


A primary consideration in setting up the 
FT-736R is providing for adequate 
ventilation around the top and rear of the 
cabinet. Do not place the transceiver on 
top of another heat-generating device such 
as a linear amplifier, and do not place 
equipment, books or papers on top of the 
transceiver. Avoid heating vents and 
window locations that could expose the 
transceiver to excessive direct sunlight, 
especially in hot climates. 


Connect the GND terminal on the rear 
panel to a good earth ground, using a 
heavy braided cable of the shortest length 
possible. All other station equipment 
should be connected to the same grounding 
cable, as close together as practical. If 
you use a computer with or near the 
FT-736R, you may need to experiment with 
ground wiring to suppress computer noise 
in the receiver. 


3.4 Antenna Considerations 


The type of antenna to use depends on the 
purpose of your communications. For 
example, antennas for FM operation are 
generally vertically polarized, while 
antennas for CW and SSB are horizontally 
polarized for terrestrial communications, 
and circularly polarized for satellite 
communications. You may, of course, use 
any of these types interchangeably, but 
performance will be diminished if you do 
not follow these customary practices. Any 
antennas that you use should be designed 
to provide 50 ohms impedance on the 
operating band. For specific information, 
consult your favorite amateur radio 
handbook, and talk to your Yaesu dealer. 


3.5 Installation of Options 
3.5.1 Band Module Installation 


The FT-736R is supplied with the 144 MHz 


——10 


and 430 MHz band modules already instal- 
led in the two upper compartments. Up to 
two additional band modules may also be 
installed, in the lower compartments. 


Note in the next diagram that the 1.2 GHz 
module may be installed only in the lower 
left corner (when viewed from the rear). 
The 50 and 220 MHz modules may be in- 
stalled in either lower compartment. 


430 MHz 144 MHz 


90/220MHz/1.2GHz 50/220 MHz 


(1) Remove all connections from the jacks 
on the rear panel, and then remove 
the two screws in the carrying handle 
and the eight screws affixing the top 
and bottom covers. Remove the handle 
and covers, and place the transceiver 
upside-down on the workbench. 


(2) Locate the gray rubber thermal pad 
supplied with the Band Module, and 
the four machine screws. After 
confirming the correct location for the 
Module, insert the machine screws 
from the rear through the four holes 
in the heatsink and then through the 
holes in the thermal sheet. 


(5) 


(6) 


Carefully slide the Band Module into 
place so that the mounting feet on the 
Module fit into their slots in the 
chassis. ; 


Tighten the four machine screws, and 
install one self-tapping screw (for 50 
or 220 MHz modules: two for the 1.2 
GHz module) through the hole(s) near 


the front of the module into the 
chassis. 
Loosen the two front panel mounting 


screws on each side, and fold the 


front panel upwards. 


Connect the single red wire to either 
of the terminals on the terminal block. 


Install the 13-pin plug into J5010 or 
J5011, and the 10-pin plug into J1005 
or J1006. Now make a note of which 
band modules are connected to J5010 
and J5011... You. will need. ‘this 
information connecting: a 
masthead preamp (§3.6) or an external 
power amplifier ($3.7). 


when 


If you are installing other options, 
proceed to the appropriate sections 
below. Otherwise, fold the front panel 
back into place, tighten its screws, 
and replace the covers and carrying 
handle. 


3.9.2 Keyer Unit Installation 


(1) 


(2) 


(3) 


(4) 


(5) 


Remove the eight screws affixing the 
top cover, and remove the cover. 


Locate 8-pin connector P4001 on the 


TX Board. 


TX Board 


P4001 


wire 


twisted 


Cut the 
P4001. 


jumper 


Insert the Keyer Unit into P4001. 


Replace the 


top cover and its eight 


screws, unless installing other options. 


3.5.3 CW Narrow Filter Installation 


(1) 


(3) 


(4) 


SSB filter 


Remove all interconnections from the 
rear panel, and then remove the two 
screws in the carrying handle and 
eight screws affixing the covers. 
Remove the handle and covers, and 
place the transceiver ‘left “side” up on 
the workbench. 


Remove the six screws affixing the RX 
IF Unit at the left side of the chassis, 
and carefully fold the board away to 
allow access to the solder side. 


CW filter 
Jumper plug 


Insert the four filter leads into their 
holes, and them into place 
(polarity is not important). 


solder 


Move the jumper plug indicated below 
from the WI[de] to the NA[rrow] pins. 


jumper plug 


Se 
SSB filter 7 


tite RX 7 lesUnit rand sits: six 
screws (using care not to pinch any 
wires). If installing other 
proceed to 
Otherwise, 


Replace 


options, 

the “next paragraph. 
replace the covers and 
carrying handle, and their screws. 


3.5.4 Tone Squelch Unit Installation 


(1) Perform step (1) of the CW Narrow 
Filter Installation, at right. Set the 
transceiver top side up. 


(2) Loosen the two front panel mounting 
screws on each side, and fold the 
front panel down. 


| 


(3) Inside the front panel, locate 8-pin 
jack J1019 and 6-pin jack ji07¢: 
Remove the jumper wire in J1020, and 
install the FTS-8 in these two jacks. 


NOTE: if the FTS-8 is removed a jumper 
must be reinstalled between pins 4 and 5 
Of J1020- 


The output level of the Tone Squelch Unit 
has been preset at the factory, but may be 
realigned by adjusting the trimmer 
potentiometer on the FTS-8 (as described 
in the FT-736R Technical Supplement). 


(4) If you are installing the FVS-1 pro- 
ceed to step (3) of the next section. 
Otherwise, fold the front panel back 
up, tighten its screws, and replace the 
covers and carrying handle. 


3.5.5 FVS-1 Voice Synthesizer Installation 


(1) Perform step (1) of the CW Narrow 
Filter Installation on page 18, and set 
the transceiver top side up. 


(2) Perform step (2) of the Tone Squelch 
Unit Installation on page 18. 


(3) Inside of the front panel behind the 
keypad, locate the unconnected 10-pin 
jack, and connect the F VS-1 here. 


Display Unit 


(4) Set the JA[panese]/EN[glish] switch on 
the FVS-1 to the desired position, and 
then affix the FVS-1 board into place 
using the double-sided adhesive tape 
on the flat surface of the FVS-1 IC. 


(5) Fold the front panel back into place, 
tighten its screws, and replace the 
covers and carrying handle. 


3.6 Preamp Jumper Installation 


If you plan to use a masthead preamplifier 
(not supplied), you will need to install one 
of the supplied jumper plugs to provide 
12) De (at up. to 300mA) across the 
antenna jack of the corresponding band 


10-pin Connector 


module. Note that the proper place to 
install the jumper for 50 MHz, 220 MHz or 
1.2 GHz depends on which AF Unit jacks 
(nos. J5010 or J5011) were used in the 
Band Module Installation (§3.5.1): 


Install a jumper plug on J5016 to 
activate a preamp for the Band Module 
connected to jack J5010. 


lnistaliea jumper plug Sone Js017 to 
activate a preamp for the Band Module 
connected to jack J5011. 


Since the 144 and 430 MHz modules are 
already installed, just put a jumper plug 
on J5018 to activate a 144 MHz preamp, or 
on J5019 to activate a 430 MHz preamp. 


The diagram on the next page shows the 
preamp supply switching circuitry. 


Js01! 
J5010 


3.7 RF Power Amplifier Connections 


The STBY jack on the rear panel provides 
access to ground-on-transmit relay 
contacts in the transceiver. Connect your 
amplifier "Ground to transmit" line to the 
pin indicated in the following chart (and 
connect pin 1 to the amplifier chassis 
ground): 


Amplifier Band STBY pin 
430 MHz 2 
Band Module at J5011 3 
144 MHz 4 
Band Module at J5010 bs) 


3.8 Memory Backup 


When the transceiver is switched off, the 
memories are retained by a lithium cell 
inside the transceiver. After five or more 
years of operation the transceiver may fail 
to retain memories, at which time the 
lithium battery should be replaced. Contact 
your dealer for replacement of the battery. 
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Section 4. OPERATION 


This section describes the operating 
features, beginning with step-by-step 
details needed for basic operation. For 
these to work as described you must per- 
form each step in the order given, from 
the start. We assume you have already 
read Section 2, and are familiar with the 
locations and basic functions of the 
controls and switches; and that the trans- 
ceiver has been installed as described in 
Section 3. If not, please read Sections 2 
and 3 now. 


Subsections 4.8 through 4.13 describe some 
of the more complex operating features 
involving programmable features, memories, 
scanning and tone squelch. We do not 
recommend random experimentation with 
the controls until after you have followed 
these procedures. Some keys and switches 
alter or disable other functions and may 
cause confusion: you may have to turn the 
transceiver off and set the backup switch 
fe227\1)) off and back on to reset. the 
microprocessor if you loose track of 
operation. If the location or basic function 
See particular -control or switch. is 
unclear, refer back to Section 2. 


Subsections 4.14 through 4.16 offer some 
suggestions for implementing features in 
standard applications, while the remaining 
subsections give brief information on using 
the FT-736R for satellite, packet, ATV and 
other specialized modes. Many of the com- 
ments and procedures in these sections are 
intended to guide your own experimenta- 
tion, rather than to serve as a last word 
on the best way to operate. Ultimately it 
is up to you to determine the features and 
techniques suiting your own station setup 
and operating preferences. 


4.1 Preliminary Steps 


Before plugging the power cord into the 
wall outlet, double check that the AC 
voltage label on the rear panel is correct 
for your line voltage, and that the DC 
cable pigtail (or other DC supply) is 
plugged into the 13.8VDC socket. Set the 
front panel power switch to the OFF 
(undepressed) position. 


Connect a microphone, if desired, to the 
MIC jack. For CW operation, connect your 
CW key or keyer paddles to the KEY jack. 


Preset the front panel controls: 


MIC, DRIVE, SQL, AF: counterclockwise 

RF: fully clockwise 

All other controls midrange 

All pushbutton switches out (undepres- 
sed), except for the "A" VFO button 
(above the AF/RF control). 


4.2 Initial Power Up, Band Selection 


Plug the AC power cord into the wall out- 
let (or turn on your external DC supply), 
and press the POWER switch. The meter 
and display should light, with the display 
indicating the default settings if the 
transceiver has not been used before: USB 
(upper sideband mode), VFO-A, 144.000.00 
(MHz). If the display is too bright, press 
the DIM button (center of the silver push- 
buttons on the left half of the panel). 


Press the BAND key at the lower right 
corner of the keypad and watch the band 
changes on the display. Each installed 
band will be selected in rotation: note that 
each band has its own unique vfo A. 


= 50MHz*—=144MHz—*430MHz—~1 ie 


* optional 


Press the MH/CH down and up keys (to 
the immediate right of the tuning knob), 
One at a time. The displayed vfo frequency 
steps down and up in 1 MHz steps (10 
MHz steps on the 1.2 GHz band). 


4.3 Mode Selection 


The MODE keys below the right side of 
the display allow quick selection of mode. 
LSB“and’ USB? are “referred® to* ‘collectively 
as "SSB modes" in this manual. 


Adjust the AF control (inner knob to the 
left of the tuning knob) for comfortable 
audio volume, and the TONE control (outer 
knob, to the left of the AF control) for 
comfortable tone from the loudspeaker. 


4.4 Tuning Methods 


Aside from band selection and the 1 MHz 
giant steps just mentioned, there are four 
ways to tune the vfossithe main tuning 
knob, the large DOWN/UP keys just above 
the tuning knob (and the microphone 
dwn/up keys, which act the same), and the 
CHANNEL knob below and to the right of 
the main tuning knob. Try each of these. 


Tuning steps for each method are deter-- 
mined by mode, and are also selectable by 
the STEP key (center left side of the 
keypad) and by the FM CH and SSB CH 
switches left of the tuning knob. Refer to 
the table at the bottom of the page while 
reading the following descriptions. 


(1) Main Tuning Knob 


In CW and SSB modes, the main knob 
tunes in either™ 10 or 100 HMziister. 
selectable by the STEP key. In FM modes, 
the main knob tunes in 100 Hz steps. 
Tuning rate is about 1000 steps/turn. 


Note that the D LOCK, FM CH and SSB 
CH switches to the left of the main tuning 
knob disable. it. D LOCK is for intention- 
ally locking the knob when you want to 
avoid accidental frequency changes. FM CH 
and SSB CH disable the knob in their 
respective (FM, and SSB or CW) modes, 
while activating the CHANNEL knob for 
channelized tuning. 


(2) CHANNEL Knob 


In SSB and CW modes with the SSB CH 
switch depressed, this knob tunes in 2.5 or 
29 kHz steps, toggled by the STEP key. In 
FM modes with the FM CH switch depres- 
sed, this knob tunes in programmable 5, 
10, 12.5, 15, 207 25, 30 or ’50 KZaeetemee 
Step programming is described in §4.8. 


VFO TUNING STEPS PER MODE 


SSB/CW 
Normal** | 10/100 Hz 
SSB CH | disabled 


L00CHz 
disabled 


Main Knob DOWN/UP Keys 


10/100 Hz 
Z<0/ OK 


100 Hz 
grammable* 


CHANNEL Knob 


disabled 
2.0/ De KEIZ 


disabled 
rammable* 


Dro 


*» “programmable “to: 5,/:10,°12753° 15, 20,25, 30 or 50, kHz 
** Normal means neither the SSB CH nor FM CH switches are on 


(3) DOWN/UP Keys (above Tuning Knob) 


The DOWN/UP keys tune in the same 
steps as the main knob if neither the FM 
CH nor SSB CH switches are on. Note 
however, that the display resolution is 100 
Hz, so the display changes only once every 
ten key hits when 10 Hz steps are selected 
(in SSB or CW modes). 


If the FM CH or SSB CH switches are on, 
these keys tune in the same steps as the 
CHANNEL knob, described above. 


bi you press the DOWN or UP key for 
more than %3-second, scanning starts. Press 
either key again to stop scanning. 
Scanning is described in detail later. 


4.5 Keypad Frequency Entry 


Aside from the above tuning methods, you 
can key in a desired frequency directly 
using the ten numbered light gray keys 
(upper two rows of the keypad) and the 
silver ENT button below the keypad. 


First press the ENT key once to activate 
numeric entry. The MHz digit (or 10 MHz 
digit on 430 and 1200 MHz bands) starts 
blinking, and the digits to the right clear 
to zero. You can now ‘edit' a new fre- 
quency on the display (while reception 
continues on the original frequency). 


While a display digit is blinking, press any 
of the light gray keys to change the 
blinking digit to the number on that key. 
The next digit to the right will begin to 
blink. Press ENT again to end editing and 
QSY to the displayed frequency. 


EXAMPLE: OSY to 435.2500 MHz 


ent [s]——(S]-[] ~ fe] -ent 


Notice that you do not have to key in all 
digits - trailing zeros are automatically 
added when you press ENT to accept the 
display. If you try to enter an out-of- 
band frequency, a double beep will sound 
when you press ENT again, and the new 
frequency will be rejected (try it). 


lisyou press ENT ‘tombegin editing, and 
then change your mind and want to return 
to the original frequency, you can cancel 
the edit display (while a digit is still 
blinking; that is, before you press ENT 
again) by pressing the RESET key (at the 
right end of the display). 


4.6 Controls for Enhancing Reception 


The functions described so far allow you 
to receive any signal within the range of 
the FT-736R, in any mode. This section 
describes features that allow you to tailor 
the receiver to the mode in use and 
existing band conditions. 


4.6.1 Squelch 


The squelch works in all modes, but you 
Wilif probably prefer, to =keen sit: sclosed® to 
eliminate background noise during FM 
reception, and open when listening for 
weak signals in CW and SSB. However, for 
scanning, the squelch must be set so that 
it is closed (silent) on a clear channel. 
Select FM now, and turn the SQL control 
clockwise just to the point where back- 
SLOUNdERNIOISeMISe silencedaron, a mclear 
frequency salt “your eset the’ SQL. further. 
clockwise, weak signals will not be heard. 


4.6.2 Noise Blanker 


The noise blanker is activated by the NB 
switch immediately to the left of. the 
tuning knob (the green indicator lights 
when it is on). When pulse type noise is 


encountered on the receiving frequency in 
SSB or CW modes, press the NB switch to 
activate the blanker. For best performance, 
always turn the noise blanker off when it 
is not needed. It is disabled during FM 
operation. 


4.6.3. RF Gain Control 


The RF gain control (outer knob on the 
same shaft as the AF control) allows 
manual setting of the gain of the early 
stages of the receiver on the 50, 144 and 
220 MHz bands. In CW and SSB modes, the 
gain of these stages is also controlled 
automatically by AGC (§4.6.6) so the RF 
gain is usually kept fully clockwise for 
maximum gain, unless strong signals cause 
interference. 


4.6.4 IF Passband Shift 


In SSB and CW modes, the location of the 
IF passband relative to the (displayed) 
receiving frequency can be adjusted by the 
SHIFT control (inner knob to the right of 
the CHANNEL knob). Think of this control 
as a sliding window adjustment, which al- 
lows the receiving passband (window) to 
be slid back and forth, providing different 
views of the receiving frequency. 


Normally, the SHIFT control is kept in the 
12 o'clock position until a desired signal 
has been tuned in. If the signal is being 
interfered with by another signal on an 
adjacent frequency, the SHIFT control can 
be adjusted to the left or right to move 
the passband window farther from the 
interference. Notice also that the audio 
tone characteristics of the receiver 
change. 


Note: Before adjusting the SHIFT control, 
make sure the NOTCH filter is switched 
off. Also, return the SHIFT control to the 
12 o'clock position when retuning. 


4.6.5 IF Notch Filter 


The IF notch: filter jis used to >suppress 
carrier heterodyne interference in SSB and 
CW reception. The notch is activated by 
the switch of the same name to the left 
of the tuning knob, and adjusted by the 
inner knob of the middle control at the 
bottom right. While activated, the indicator 
next to the NOTCH switch glows green. 


Activate the notch filter only after the 
desired signal has been tuned in and the 
SHIFT control has been adjustedmetoz 
minimum adjacent-channel interference (if 
needed). Press the NOTCH switch and 
adjust the control gradually back and forth 
to find the point where the unwanted 
heterodyne suddenly drops. If the hetero- 
dyne level is stronger than the desired 
signal, the S-meter indication will dip 
when the notch is properly set. Turn the 
notch switch off before tuning to a new 
frequency or adjusting the SHIFT control. 
See also 8$4.14.3. 


4.6.6 AGC (Automatic Gain Control) 


In SSB and CW modes, you can select the 
AGC decay rate that provides the most 
comfortable reception (minimum fading or 
pumping of receiver gain between syll- 
ables), using the three-position AGC 
selector (small knob, second from the 
right, next to SAT). Usually, for SSB, this 
will be the 'S' (Slow) position, but when 
signals are fluttering, or when looking for 
a weak signal you may find 'M' (Medium) 
or 'F' (Fast) better, at least until you 
make contact. For CW, the Medium or Fast 
positions will be helpful at higher speeds 
or under noisy conditions with weak 
signals. 


4.7 Transmitter Operation: General 


At this point you are probably ready to 
try out the transmitter. Recall that you 
should be using an antenna designed for 
the bands on which you wish to operate. 


Do not transmit without a proper antenna! 
(See §3.4 for antenna considerations.) 


4.7.1 FM Transmission 


For FM transmission, just select the FM 
mode and close the PTT switch to trans- 
mit. Use the PO function of the meter to 
observe power output, and adjust the 
DRIVE control to set your power level as 
desired. Maximum power output is about 25 
watts on the 144, 220 and 430/440 MHz 
bands ('8' on the PO meter scale), and 10 
Watts-on the 50 MHz and 1.2 GHz bands 
(with the optional Band Modules installed). 


The MIC gain control sets the deviation 
level during FM transmission: while speak- 
ing into the microphone, watch the green 
BUSY indicator (between the meter and 
display) and set the MIC gain so that the 
indicator just glows on voice peaks. 


You can also use the VOX system to auto- 
matically control transmitter keying, as 
described on the next page. 


If working through repeaters that require 
a Burst tone, you can either press the 
BURST switch to turn on automatic Burst 
transmission each time the PTT switch is 
pressed, or you can press the T CALL 
button to manually transmit a Burst tone 
at any time (for as long as you press the 
button). 


iesthe: optional FTS-8 CTCSS Unit is 
installed, after setting the tone frequency 
as described in $4.13, press F+USB[ENC] if 
you require a CTCSS tone. 


You can activate standard repeater splits 
by pressing F+LSB[+RPT]. 


When you transmit, the subaudible tone 
will be sent along with your voice. See 
84.11 for details of split frequency sel- 
ection. 


4.7.2 SSB Transmission 


With a microphone connected to the MIC 
jack on the front panel, ensure the fol- 
lowing controls are preset as indicated: 


ME BE Raselectore. 3... DIS CLAL € 
MIC gain control... 12 o'clock 
(inner knob right of the MIC jack) 


DRIV Bate AS ee, oo fully clockwise 

PROG switch -.05 6s OFF (out) 
(left side of panel, third from left) 

WO XGES Wil (Ghee s ec eas OFF (out) 


(to the right of the MOX switch) 
MODE switches press LSB or USB 


Tune to an SSB frequency. 


To activate the transmitter, close the PTT 
switch on the microphone, and watch the 
ALC indication (blue scale) on the meter 
while speaking into the microphone. Adjust 
the MIC gain control, if necessary, so that 
the meter does not deflect beyond the 
ALC zone (heavy blue line on the scale) 
on voice peaks. 


SSB Speech Processor 


If you need some extra punch when 
working weak SSB stations, activate the 
RF speech processor by pressing the PROC 
switch, and reduce the DRIVE setting, if 
necessary, to keep the meter reading 
within the ALC zone. This does not reduce 
your power output, but prevents distortion. 


VOX (Voice-actuated T/R Switching) 


In FM and SSB modes you can activate the 
VOX sy stem to automatically key the 
transmitter when you speak. Just turn the 
VOX GAIN control (next to the POWER 
switch) clockwise, and adjust it so that 
the transmitter just keys when you start 
speaking (without pressing the PTT switch 
on the microphone). When you stop talking 
the transceiver should return to receive 
after a slight delay. 


The VOX DELAY control (to the right of 
the GAIN control) sets the hang time for 
VOX switching from transmit to receive: 
adjust it so that the transmitter just stays 
on between speech syllables. The ANTI- 
TRIBs adjustments should @bemsets somthat 
receiver audio from the loudspeaker 
doesn't key the transmitter. 


Clarifier (Receiver Offset Tuning) 


While in contact with another station, you 
can retune the receiver (if, for example, 
his transmitter drifts) without changing 
your transmitting frequency: while recei- 
ving, press the CLAR key at the bottom 
left, corneresof sheskeypadse CUAR' 
(Clarifier) will appear to the left of the 
receiving frequency on the display, and 
the main tuning knob will be activated to 
allow tuning the receiver up or down 10 
kHz from the original receiving frequency. 


Once the clarifier has been tuned, the new 
frequency is stored in the clarifier even if 
it is turned off (by pressing CLAR again). 
Pressing CLAR again later on the same 
band recalls the last clarifier setting on 
that band (there are actually up to four 
Clarifier memories: one for each band). 


Remember to press the CLAR key again to 
return the receiver to the original (fully 
tunable) frequency when your QSO is 
finished. 


4.7.3. CW Transmission 


An internal electronic keyer is available as 
an option for the FT-736R, which can be 
used by connecting keyer paddles to the 
KEY jack (§2.3(5)). You can also usewa 
Straight key or an external electrome 
keyer, in which cases the internal>keyer, 
if installed, must be switched off. Set up 
the following controls: 


MODE switches: press CW 

DRIVE control: fully clockwise (max) 

VOX GAIN control: clockwise, anywhere 
out of the OFF click-stop 

METER selector: -DISC/ALC 


Also, if using: keyer paddléest@andaeeic 
internal keyer, press the KEYVER@ewacen 
(above MIC/DRIVE). Otherwise, with a 
Straight key or external keyer, make sure 
the KEY ER switeh: is°OFF Houge 


With the controls set as above, you are 
ready for semi break-in operation. When 
you close the key the transmitter will be 
activated, and when you release the key 
the transceiver will return to receive after 
a slight delay (set by the VOX DELAY 
control above the KEYER switch). 


Set the MONITOR control so that you can 
hear the sidetone from the loudspeaker (or 
headphones) when you close the key. 


To set keyer speed (and to practice CW 
sending), set the DRIVE fully counter- 
clockwise and the VOX GAIN into the OFF 
clickstop. Now when you close the key the 
sidetone will be heard, but no signal will 
be transmitted. Adjust the —KEYER SPaee 
control for the desired speed. 


While transmitting, set the METER selector 
to DISC/ALC and note the indication on 
the ALC scale of the meter. If the meter 
deflects farther than the ALC zone reduce 
the DRIVE control setting (reduce it 
further if you want to reduce output). 


4.8 Programmable Tuning Steps 


Tuning (and scanning) steps between 5 and 
50 kHz can be programmed by the operator 
for channelized FM operation. Program- 
mable steps are active when tuning with 
the CHANNEL knob and the main DOWN- 
/UP keys above the tuning knob, or by 
the microphone UP/DWN buttons. The 
default step size is either 5 or 12.5 kHz 
(see the Model Chart on page 4). 


To reprogram FM channelized tuning steps; 


(1) Select the FM mode, and press the 
Seectackey.) lhe "current step: size is 
displayed. 


(2) Press one of the keys [1] through [8] 
to set the tuning/scanning steps as 
follows: 


Key Step (kHz) Key _Step (kHz) 


[1] 5 [5] 20 
[2] 10 [6] 25 
[3] L235 [7] 30 
[4] 15 [8] 50 


The new step selection is displayed for a 
second when selected. 


4.9 Memory Operation 


One hundred general purpose memory 
channels, numbered 00 through 99, are 
available for storing operating frequency 
and mode of emission from the vfos. Also, 
Oaeeeach band there is a call channel 
memory (CALL 2) and two subband limit 
memories for PMS operation. 


4.9.1 Memory Storage 
The following procedure describes storage 


of the displayed vfo data into one of the 
memory channels, without interrupting 


operation on the vfo (keystrokes can only 
be entered while receiving). 


(1) Select the desired mode, and tune the 
vfo to the frequency to be stored (you 
can; also: store® standard or “odd 
repeater shifts and tone squelch 
settings, as described later). 


(2) Press the F button (below the keypad) 
to check the memories: the display 
will change to the last memory 
channel accessed (or CH O1 by de- 
fault). The memory number and a small 
"CH" will appear blinking, to the right 
of the operating frequency display. 


(3) While watching the displayed memory 
number, turn the CHANNEL knob (or 
press’ the MHz/CH keys) to select the 
memory number to store. 


(4) Press the F button again to write the 
displayed data to memory. Operation 
returns to the vfo. 


After step (2) you have no more than five 
seconds between keystrokes (or turning 
the CHANNEL knob). If you time out from 
inactivity, the blinking part of the display 
disappears, and operation returns to the 
vfo without storing the memory. Memory 
recall is described in §$4.9.2. 


CAUTION: 
all data previously stored in that memory. 


Storing a memory overwrites 


4.9.1.1 CALL Channel Memories 


In addition to the 100 general purpose 
memories, you can store frequencies in the 
special CALL channel memories for instant 
recall with a single keystroke. These are 
stored in the same way as just described 
for other memories, except that you 
merely press either the CALLI1 or CALL2 
key iniestep dso he ainemoryawill abe 


instantly stored and operation return to 
the vfo: step 4 is unnecessary. 


CALL1 is the global memory that can be 
stored and instantly recalled from any 
band, allowing quick cross-band QSY. 


CALL2 is a band-specific memory: there is 
actually one CALL2 memory for each 
installed band. Pressing CALL2 always 
recalls the memory on the same band as 
the vfo or regular memory that you are 
currently receiving on, so you can store a 
CALL2 memory for each band. For 
example, if you have the 50, 144, 220 and 
430 MHz band modules installed, you could 
store four different CALL2 memories. 
Then, pressing CALL2 would recall the 
CALL2 memory stored for the band you 
are operating on (whereas pressing CALLI 
always recalls the same frequency, regard- 
less of the band you are operating on). 


4.9.2 Memory Recall 


By default, all memories are empty (only 
the channel number is displayed when an 
empty memory is recalled). Of course, you 
must store data into memories as described 
above before they can be recalled for 
operation. 


(1) Press the MR key to recall memories: 
then display ‘chamgeswto Fthemtast 
memory accessed, with the memory 
number displayed as two (small) digits. 


(2) While watching the displayed memory 
number, you can turn the CHANNEL 


knobs ‘to select trom ‘alletstored 


memories, or you can press the main 
DOWN/UP keys (above the main tuning 
knob) or the microphone keys to 
select only those memories that are in 
the same band. 


Note that both of these methods select 
only memories that have been stored 


(empty memories are skipped). There are 
two other ways to select memories in the 
MR mode: with the MHz/CH buttons and 
by keypad entry (ENT, followed by two 
keys to enter the memory number). 
However, these methods select both stored 
and vacant memories. The usefulness of 
this will become apparent later. 


The mode of emission of a _ recalled 
memory may be changed temporarily by 
the MODE keys, and the clarifier may be 
used as described in §$4.7.2. 


From the Memory Recall mode, press the 
VFO key to return to the last @selecred 
vfo. 


4.9.3 Changing Memory Data 


While a memory is recalled, you can 
change the frequency and mode data by 
swapping the memory with a vfo, where 
the data can be manipulated and restored 
in memory later, if desired. If the memory 
was originally stored with an odd split 
(using both vfos), one of the split vfo 
selections (RB-TA or RA-TB) must be used 
for swapping, as described later in $4.11.4. 


(1) While receiving on the memory, press 
the VFO WM key to swap the memory 
and vfo. The memory data is moved 
into the vfo ‘and the vio S@a¢aga. 
moved into the memory. Operation is 
now on the same frequency, but from 
the vfo. 


(2) Tune the vfo as desired. 


(3) When you wish to recall the previous 
VFO data, just press the VFO Bg M 
key again, and the data willbe 
swapped again. 


4.9.4 Checking Memories 


You can check the contents of memories 
without disturbing reception by pressing 
the MCK (Memory ChecK) key, and turning 
the CHANNEL knob or pressing the 
MHz/CH buttons. Also, if receiving on a 
vfo, you can store the operating data into 
a memory during memory checking, by 
pressing the VFO®M key. Otherwise, to 
exit memory checking, press MCK again. 


4.9.5 Clearing and Hiding Memories 


To totally erase a memory you must over- 
write it with new data, or reset the 
memory backup system. However, you can 
mask a memory from display and operation 
Son that effectively it is erased, except 
that you will still be able to reactivate 
(unmask) it if you desire, as long as you 
don't overwrite new data to that memory. 


To mask a memory: 


(1) Press MR (if on a vfo), and select the 
memory with the CHANNEL knob. 


(ye Press F+MR -within 5 seconds. The 
display will clear, except for 'MR' and 
the memory number (followed by 'CH'). 
You can now use the CHANNEL knob 
to select another memory, or press 
VEO to return to the vfo. 


To restore a masked memory repeat these 
steps, but use the MHz/CH buttons instead 
ppethne CHANNEL knob’ to <select - the 
(masked) memory on the display (which 
well be blank except for the memory 
number, until you press F+MR). The 
masked data will then be restored. 


4.10 Scanning 


When the squelch control is adjusted to 
silence the receiver, pressing one of the 


microphone buttons or the DOWN/UP keys 
above the tuning knob for %-second starts 
the scanner. To stop it, press one of these 
keys again or the PTT switch momentarily. 
Try this now on a vfo (press the VFO key 
first if you see "MR" on the display). 


Signals that are strong enough to open the 
squelch will cause scanning to pause and a 
beep to sound. Note that the RF (gain) 
control must, be, set ior the i desired 
sensitivity before adjusting the SQL 
control, as it affects squelch sensitivity. 


The PAUSE switch (above the MIC/DRIVE 
control) determines the action of the 
scanner when a signal is found: if un- 
depressed (OFF), scanning pauses on the 
Sigialastor 23S. One “as? IGeis (present, pilus 
two seconds after the signal disappears 
and. the squelch closes. If the. PAUSE 
switch is depressed (ON), the scanner 
pauses for about five seconds on a signal, 
and then resumes scanning (whether or not 
the signal disappears). While the scanner is 
paused, the decimal points in the frequen- 
cy display blink. 


Thes:viosscane be. -used for? scanning. -an 
entire band or a subband of your choice, 
which we call PMS (Programmable Memory 
Scanning), described in §4.10.2. 


The memories offer a much wider variety 
of scanning choices, described next. 


4.10.1 Memory Scanning 


Once you have stored some memories you 
can scan them in a variety of ways, 
depending on your operating requirement 
at the moment. 


(1). “Sete the SOL control’ so that ‘back- 
ground noise is just silenced. 


(2) Press MR, if necessary, “to “select 
memory erecall. ()M:R° should ibe 


displayed) at them lefty sidesiofmthe 
frequency), and use the CHANNEL 
knob to select any memory in the 
band you wish to scan. 


(3) Press a microphone DOWN/UP button, 
or the DOWN or UP button above the 
main tuning knob, and hold it for 3- 


second until scanning starts. 


The scanner will start checking all 
memories in the band. If you want to scan 
only FM memories, press the FM CH 
button. If you want to scan all bands, 
press the BAND key once briefly (you can 
press it again briefly to change scanning 
to only the band currently being scanned). 


If you want to exclude a memory from 
scanning, recall the memory (normally, not 
while scanning), and press the MR key 
while the memory data is displayed. You 
will see a small arrowhead appear under 
the "CH" to the right of the memory 
number, indicating this memory will be 
ignored when scanning. 


If you've just read through the last few 
paragraphs without actually trying these 
features, you may want to go though them 
again now while performing the keypresses: 
these functions can be very useful, but are 
unique in scanning systems, and so may be 
hard to remember without some practice. 


4.10.2 Programmable Band Limits: the PMS 


System 


The PMS (Programmable Memory Scan) 
featune allows. yoU sto. set youn own 
subband limits for tuning and scanning, on 
each band. These limits are stored in 
special PMS memories (two per band), and 
may be recalled at any time. 


To store your subband limits: 


(1) Press the VFO key to make sure you 
are operating on a vfo. 


(2) Press the VFO A _ switch (to the left 
of the tuning knob), and tune this vfo 
to the desired lower subband edge. 


(3) Press the VFO B switch (next to the 
A switch), and tune this vfo to the 
desired upper subband edge. 


(4) Press F+PMS. This stores the frequen- 
cies from the two vfos into the two 
PMS memories for that band. Oper- 
ation remains on the vfo. 


To activate the PMS feature after storing 
your subband limits, just press the» PMS 
key. "PMS" is displayed to the right of the 
frequency. 


You can now select any mode and tune 
within your selected subband using the 
main tuning knob, DOWN/UP keys or 
microphone buttons. You can also use the 
FM CH. or SSB CH switches "angGaeartie 
CHANNEL knob for channelized tuning as 
you would on a vfo. The MHz/CH keys 
have a special function: the lefthand 
(DOWN) key jumps to the low edge of 
your subband, and the righthand (UP) key 
jumps to the high edge of your subband. 


You can also scan your PMS subband, 
using the same method as for scanning a 
vfo (see the first paragraphs of $4.10). 


To escape PMS operation, press either the 
VFO or MR key, or one of the CALL keys. 


4.11 Repeater (semi-duplex) Operation 


The FT-736R provides three methods to 
work split (receive on one frequency and 
transmit on another), to meet different 
Operating needs. On the 144 MHz band, 
the ARS feature automatically enables re- 
peater splits when operating in standard 


FM repeater subbands. For other splits and 
on other bands, the +RPT and -RPT 
functions of the MODE switches can be 
used to manually select split operation. In 
cases where an odd split is only needed 
once, and where it would not be conven- 
ient to reprogram the offset, the RB-TA 
or RA-TB VFO selectors can be used to 
receive on one vfo and transmit on the 
other. Each method is described next. 


4.11.1 ARS (Automatic Repeater Split) 


The FT-736R microprocessor is prepro- 
grammed with standard 144 MHz repeater 
subbands common in many countries. 
Transceiver versions Bl, Cl and H1 have- 
600 kHz shift from 145.6 to 145.8 MHz, 
while versions A, B2, C2 and H2 have -600 
meee shift from 145.1% to 145.5, 146.6 to 
147.0 and 147.6 to 148 MHz; and +600 kHz 
split from 146.0 to 146.4 and 147.0 to 147.4 
MHz. All other subranges are simplex (see 
chart below). 


When you tune the receiver to any of 
these repeater subbands in the FM mode, 
with the FM CH _ switch depressed, trans- 
mission will automatically be offset higher 
(+) or lower (-) than the receive frequen- 
cy. Although the subband limits are not 
reprogrammable, you can reprogram the 
Split offset to any other frequency 
(besides the 600 kHz standard). The pro- 
cedure is described in §$4.11.3. Also, you 
Can reverse transmit and receive frequen- 
cies with the REV key (upper right corner 
of the keypad). "REV" is displayed above 
Bie 0's of MHz digits Press the REV ‘key 
again to return to the original split. 


4.11.2 Manual +RPT Splits 


For other bands, and for 2m band splits 
not conforming to the ARS settings, you 
can program and select any valid repeater 
split using the shifted functions of the 
LSB[+RPT] and CW-N[-RPT] MODE keys. 
When shipped from the factory, the splits 
selected by these keys are the standard 
splits (for each band) for your version, as 
shown in the Model Chart on page 4. 


To activate repeater split by this method, 
just press F+LSB[+RPT] (to shift the 
transmit frequency up), or F+CW-N[-RPT] 
(toxtshift: down)2oA ‘smalls tora!=! will 
appear in reverse’ characters’ ‘above “the 
leftmost frequency digit on the display, 
and when you transmit, the displayed fre- 
quency will shift up or down by the 
preprogrammed split. You can use the REV 
key to reverse transmit and receive fre- 
quencies in the same way as described in 
the previous section. 


Note: if you see "Error" displayed when 
you try to transmit, or if you hear two 
beeps when you press the REV key, the 
Split, 1s “set So “that. the? transmitting 
frequency is out of band. Check the offset 
as described in §4.11.3, and reprogram it 
(or retune your receive frequency) as nec- 
essary. 


To “deactivates the? split-and “return. ‘to 
simplex operation, press F+FM-N[SIMP]. 


AUTOMATIC REPEATER SPLIT SUBBANDS 


144.0 145.0 


146.0 146.4 146.6 147.0 147.4 147.6 148.0 Vers: 


144.0 145.1 145.5 


145.6 145.8 146.0 Vers: 
B1/C1/H1 


A/B2/C2/H2 


Minus 


4.11.3. Reprogramming Split Offset 


To display the offset (the amount of fre- 
quency shift), press F+BAND[OFFSET] 
(lower right corner). The display will now 
show the currently programmed offset for 
the operating band, with the leftmost digit 
blinking. If you want, you can change the 
offset by keying in new digits on the 
keypad, and pressing ENT[D]. Otherwise, 
press only ENT[D] or the RESET button to 
the right of the display to return the 
display to the operating frequency. 


Note that whenever you store a memory, 
the current offset for that band is stored 


in that memory too; whether or _not_ split 


operation is activated at that time. If you 
later change the offset, the split stored in 


the memory will not be changed: you will 
need to restore the memory from the vfo 
with the new offset if you want it 
changed. However, when operating on a 
memory, you can activate and change its 
offset temporarily. Remember that each 
band has its own independent offset. 


4.11.4 Split Vfos 


To use one vfo for transmitting and the 
other for receiving, press the VFO A or B 
switch to select the transmit vfo first, and 
tune it to the desired frequency. Then 
press the other switch and tune to the 
receiving frequency. Finally press either 
RB-TA (receive on B and transmit on A), 
or RA-TB (receive on A and transmit on 
B). Make sure that the +RPT function is 
off (no '-' or '+! displayed) when you set 
the transmitting vfo, or else you will end 
up offsetting your transmit frequency from 
that displayed when you tune the vfo. 


You can store these frequencies in memory 
when either the RB-TA or RA-TB switch is 
pressed. When such a memory is recalled, 
both '-' and '+' are displayed together 
above the frequency. If you attempt to 


transfer that memory back to the vfos 
later, you will need to remember to have 
the same switch pressed again. 


To reverse the transmit and receive fre- 
quencies when operating split on both 
vfos, use the RB-TA and RA-TB switches: 
the REV key cannot be used. 


Crossband full duplex opéefrationmm. 
described in 84.17. 


4.12 Priority Channel Monitoring 


The PRlIority feature allows you to monitor 
a memory while operating on a vfo. While 
receiving on the vfo, the receiver checks 
the priority channel (memory) for activity 
every few seconds. When a signal appears 
on the priority channel, the decimal points 
on the display will blink while the receiver 
pauses. If the PAUSE switch is ON, the 
pause will last about five seconds. If the 
PAUSE switch is OFF, the pause will last 
until the priority memory is again clear. 


To activate priority monitoring; 


(1) Press MR and turn the CHANNEL knob 
to select the memory to be monitored 
(you will have to store it first, if not 
already in memory). 


(2) Press the PRI key. The display will 
shift to the vfo frequency, but the 
memory number will be displayed at 
the right with 'PRI' displayed above it. 


You can now tune and operate on the vfo 
on any band or mode, as usual. While 
receiving, the display jumps to the priority 
memory every few seconds to check for 
activity. If you key the transmitter while 
the priority frequency is displayed, priority 
monitoring will be cancelled and you will 
be left operating on the memory (press the 
VFO key if you need to go back to the 
vfo to finish a QSO). 


Priority monitoring can be cancelled 
manually at any time by~ switching vfos or 
by pressing the VFO, MR, or CALL keys. 


4.13 Tone Squelch Operation 


When the optional FTS-8 Tone Squelch 
Unit is installed the FT-736R can be used 
for silent monitoring of busy channels in 
the FM mode, and for accessing repeaters 
requiring subaudible CTCSS tones. 


Different tone frequencies and encode/- 
decode status can be set each vfo, and 
may be stored in memories. Available tone 
frequencies are listed in the CTCSS Table 
on page 45. 


To set the CTCSS tone frequency; 


(1) Press the T SET key. The current tone 
frequency (in Hz) is now displayed. 


(2) Turn the CHANNEL knob or press the 
MHz/CH keys to select the desired 
tone frequency. 


(3) Press T SET again to set the displayed 
tone and return the display to the 
operating frequency. 


After setting the tone frequency, you can 
activate either encode-only (if it is only 
necessary to transmit a tone, and you 
want to still receive all signals), or encode 
and decode (tone squelch), which keeps 
your squelch closed to all signals except 
those transmitting a matching tone. 


For encode-only, press F+USB[ENC]. "ENC" 
will appear at the right side of the 
display. When you transmit (FM mode 
Only), the subaudible. tone that you 
selected will be transmitted along with 
your voice. Reception is not affected. 


To activate tone squelch (encode and 
decode), press F+FM[T SQL]. Both "ENC" 


and "DEC" will appear at the right side of 
the display. Now, in addition to the tone 
being transmitted, the receiver will remain 
silent until a signal is received with a 
subaudible tone matching the frequency 
you selected above. Other signals not 
having the correct tone will cause the 
BUSY indicator to glow, but will not open 
the squelch. 


To turn off encode and decode functions, 
press F+CW[T OFF]. 


4.14 Tips for SSB (LSB/USB) Operation 


Although all of the controls and features 
available for SSB operation have already 
been described, obtaining optimum SSB 
performance requires skillful manipulation 
of »these features: by the: operator, 
requiring mainly experience and experi- 
mentation. The tips in this section are 
provided to guide your experimentation, 
and (hopefully) help shorten learning time. 


4.14.1 Weak Signal SSB Reception 


Weak SSB signals, by definition, are very 
close to the background noise level, sug- 
gesting that you will want to take all 
steps possible to decrease background 
noise while enhancing the desired signal(s), 
by taking every advantage of the differen- 
ces) sbetween the’ two. ein such: cases 
squelch cannot be used, since the SSB 
squelch jkcireuitry,, cannot distinguish 
between noise and signals. 


The fast AGC setting can help you hear 
signals ‘around' noise that cannot be 
blanked with the noise blanker, by causing 
receiver gain to recover quickly after a 
pulse. However, fast AGC also makes 
listening a bit of a strain, so try medium 
or slow AGC once you have a station 
tuned in. 


Once the AGC is set up, you will want to 
take steps to tailor receiver sensitivity 
(signal-to-noise ratio). The objective here 
is to obtain a background noise level that 
is only a slight hiss (or nothing at all!), 
without loosing any wanted signals. On 
bands below 430 MHz, if background noise 
is strong enough to cause the S-meter to 
deflect, turn the RF control counter- 
clockwise. Your receiver is now set for 
maximum useful sensitivity on that band 
(the settings are different at different 
times, on different bands, and with 
different antennas and station locations). 


On the other hand, if the background 
noise causes no S-meter deflection, you 
may need more receiver gain such as can 
be provided by a masthead preamp. If you 
have installed a preamp for the operating 
band (and set the jumpers as described in 
§3:6)esyou “Canisactivateritamy. Hhemtront 
panel PREAMP switch (upper left). 


Note: Remember - there is no advantage 
to setting receiver gain higher than what 
is mecessary to receive signals “above the 
background noise. More amplification 
makes the S-meter read higher on signals 
and noise, but this usually causes the 
receiver to» ‘be more ysusceptible \ totdis= 
tortion from strong signals, decreasing 
overall reception quality. For best recep- 
tion quality, use the minimum sensitivity 
necessary to receive the desired signal. 


4.14.2 Strong Signal SSB Reception 


For strong signal reception follow the 
same steps as above. Set the AGC to slow, 
and turn the RF gain back as much as 
possible so that you can still hear the 
signal clearly. When the receiver is set 
properly, signal-to-noise quality should be 
almost as good as FM. 


4.14.3. Suppressing QRM 


If you hear unwanted stations on nearby 
frequencies, first make sure you have your 
station tuned in precisely (press CLAR if 
you retune during a QSO), and then press 
D LOCK to lock the tuning knob. Now try 
rotating the SHIFT control slightly. Notice 
that the pitch of the signals will) shift 
and you may be able to reduce the inter- 
ference. The TONE control can be helpful 
in correcting for the altered audio pitch 
caused by SHIFT adjustment. 


If the SHIFT adjustment does not help the 
interference might not be due to nearby 
signals, but to intermodulation from strong 
signals on far frequencies. If the™station 
you are listening to is strong Yenouwen 
make sure your preamp (if installed) is 
switched off, and reduce the RF gain as 
much as possible. 


Before you switch D LOCK off and retune, 
make certain to re-center the SHIFT. 


For heterodyne interference such as from 
unmodulated FM carriers, the NOTCH filter 
can be helpful. Press D LOCK to disable 
the tuning knob, and press the NOTCH 
switch and adjust the NOTCH control 
gradually for a dip in the interference 
(shown on the S-meter). 


Remember to turn the NOTCH off before 
switching D LOCK off and retuning. 


4.14.4 Miscellanea 


Use care when tuning in an SSB signal, 
and then press D LOCK so you can make 
fine adjustments to the IF passband and 
audio without having them suddenly upset 
by an accidental bump of the tuning knob. 
Use the memories for net or schedule fre- 
quencies. The CLARifier allows you to fine 
tune a memory without having to recall it 
to a vfo. 


4.15 Tips for CW Operation 


All of the tips for SSB operation apply 
equally to CW reception, with a few 
important additions. For eau tomatic 
transmit/receive switching, VOX must be 
switched on. 


When tuning around the bands, wider IF 
selectivity (CW mode, instead of CW-N) 
allows you to hear more signals at one 
time, often making tuning easier. However, 
when you find a station you wish to listen 
to (or call) switch to CW-N to cut out 
nearby signals and decrease noise (if you 
have the optional narrow CW filter instal- 
led). To avoid loosing the desired signal 
tune so that the pitch of his signal is 
about 600 Hz (the center of the passband). 


AGC selection is a bit more critical when 
receiving CW, and depends on band crowd- 
ing and code speed: select the setting that 
provides the smoothest sounding code. 


Handling interference on CW is similar to 
eo Doth SHIFT and NOTCH are even 
more effective - the NOTCH filter can be 
used to suppress CW signals on nearby 
frequencies. 


If using the internal electronic keyer, ad- 
just the KEYER speed control while squee- 


zing the keyer paddles (generating—-—-—-), 


Make sure the DRIVE control is fully 
counterclockwise when you do this. 


4.16 Tips for FM Communications 


FM operation with the FT-736R uses either 
+2.5 (FM-N mode) or +5 kHz (FM mode) 
deviation. The +5 kHz FM mode is most 
common. However, the +2.5 kHz FM-N 
mode uses a narrower receiver IF filter, 
and thus may prove useful in very crowded 
bands, where adjacent channel interference 
makes the standard FM bandwidth less 
practical. Bear in mind that for proper 


performance both stations in a QSO should 
use the same deviation/bandwidth. 


By convention, each band has certain stan- 
dard channel steps, which are programmed 
in each version of the FT-736R for the 
area in which the transceiver is to be 
used. The preprogrammed standard steps 
are indicated in the Model Chart on page 
4, and can be reset as described in $4.8. 


As mentioned before, you will generally 
want to use the squelch during FM oper- 
ation: set. the SQL control so that the 
noise is just silenced on a clear channel. 


If you want to fine tune the receiver 
using the CLARifier (§4.7.2) in between 
channel steps, set the METER selector to 
the DISC/ALC position. This causes the 
meter to vindicate. discriminator center 
tuning during reception: when a signal is 
tuned in correctly (or when no signal is 
present at all), the meter deflects to the 
center of its range. If the meter deflects 
to either side of center, a signal is being 
received off-center. You can always turn 
the DISC iswitchs.off -tomcheck msignal 
strength after a signal is 'centered'. 


Basic repeater operation is described 
pretty thoroughly in $4.11. If you need a 
Burst tone to access a repeater, you can 
press the T CALL button to transmit the 
burst tone for as long as you hold the 
button. However, if all repeaters in your 
area require a Burst tone and you do a lot 
of repeater operation, set the BURST 
button on. This automatically prefixes each 


transmission with a 4-second burst tone. 


While holding the PTT switch down, you 
can use the upper ten (light gray) keys on 
the keypad to generate DTMF tones for 
autopatching. 


See $4.13 for tone squelch operation. 


4.17 Satellite (Full Duplex) Operation 


The FT-736R provides two special purpose 
full duplex vfos for crossband operation, 
as required for amateur satellite communi- 
cations. These vfos are denoted 'A' and 
'B', but are different from the A and B 
vfos described elsewhere in this manual. 
Similarly, ten full duplex memories (num- 
bered 0 - 9) are provided in addition to 
the 100 already described. Each full duplex 
vfo and memory can store a complete pair 
of satellite down- and uplink frequencies 
and modes, so you can store up to twelve 
full duplex mode/frequency pairs in the 
FT-736R. 


Briefly, setting up satellite -operation 
requires tuning the receive frequency and 
mode of one of these special vfos for the 
downlink, and the transmit frequency and 
mode of the same vfo for the uplink. 


Please review the description of the SAT 
selector on page 12 before proceeding. 


To operate through a satellite; 


(1) Set the SAT selector (rotary switch 
below the left end of the display) to 
the RX (receive) position. "SAT" is 
displayed, along with "VFO-A" or 
"VE O=B"" aecording= to Gwhich VFO 
switch is depressed. The frequency on 
the display is the receiving frequency 
of the corresponding full duplex vfo. 


(2) Set the transceiver to the band, mode 
and approximate downlink frequency of 
the satellite you wish to use (you may 
need to refer to a recent ham maga- 
zine for current satellite frequencies 
and schedules). 


NOTE: If you cannot select the desired 
band for a full duplex vfo by pressing 
the BAND key, it is because the other 
half of this vfo is already set to that 


band (the microprocessor disallows full 
duplex receive and transmit frequen- 
cies on the same band). Just press the 
REV key at the upper right corner of 
the keypad; this exchanges the receive 
and transmit frequencies, and gives 
you access to the desired band. 


(3) Move the SAT selector to the TX 
(transmit) position, and tune to the 
band, mode and uplink frequency that 
correspond with the downlink frequen- 
cy set in the receive vfo (this rela- 
tionship is determined by the satellite 
design: for example, on OSCAR 10, if 
you tune to receive in the LSB mode 
on 145.9 MHz, you will need to trans- 
mit in the USB mode on approximately 
435.1 MHz to hear your ownisignal: 
The frequency is approximate (+several 
kHz) because it is subject to Doppler 
shift due to motion of the satellite. 


(4) Set the METER selector (left; of the 
meter) to the 'S' position so you can 
monitor your received signal strength 
on the downlink. 


You now have the transceiver ‘set Gupmtor 
satellite operation. However, you will need 
to precisely locate your downlink signal 
coming from the satellite. 


(5) Set the SAT selector back to RX to 
display your receiving frequency, and 
close the PTT switch (or close your 
key to send a string of dots) to 
transmit. Tune back and forth a few 
kHz to’ center :the receiver, on Wour 
signal, then release the PTT switch or 
key. 


(6) Move the SAT selector to the REV 
position to link receive and transmit 
frequency tuning. 


Now, when you tune the displayed receiv- 
ing frequency, the transmitting frequency 
will tune precisely the same amount in the 


opposite direction. This allows you to tune 
around the satellite subband easily, requi- 
ring only small correction of your receiv- 
ing frequency (step 5) from time to time 
to compensate for change in Doppler shift. 


To check your transmit power and ALC 
settings while working through the 
satellite, use the METER selector's SAT 
PO and ALC positions (counterclockwise 
from center). 


Remember there is another full duplex vfo. 
Once you have one set up, you can keep it 
that way and press the VFO B or A switch 
(whichever is not depressed) to select the 
other. This second full duplex vfo can be 
set up for another satellite or mode, in 
the same way as the first. 


Also, you can store and recall full duplex 
pairs in the ten special-purpose memories. 
These function the same as the regular 
memories, described in §4.9, but the mem- 
ory numbers are displayed as only one 
digit, instead of two (as are the general- 
purpose memories). Of course, the SAT 
selector must be in one of the ON posi- 
tions to access the full duplex memories. 


One more feature of the SAT mode: when 
you are not working through a satellite, 
but still need full duplex operation, set 
the SAT selector to the NOR position. 
Now the receive and transmit frequencies 
will track together in the same direction 
when you tune either. 


To quit full duplex operation, return the 
SAT selector to the OFF position. 


4.18 Packet Operation 
4.18.1 Bell 202 (F2) Packet 


The FT-736R offers special features to 
optimize packet radio operation on VHF or 
UHF when using the FM mode of emission. 
For proper connection, you should deter- 
mine the AFSK signal levels provided by 
your tne (terminal node controller) for 
transmission, as well as the signal levels 
required by the tnc for reception. 


The DATA IN/OUT jack allows direct con- 
nection of a tnc to the FM modulator and 
demodulator in the transceiver, bypassing 
pre- and de-emphasis circuits and other 
audio stages which can distort digital 
signals. This minimizes the number of 
components that could degrade the AFSK 
signal between the tnc's modem and the 
transceiver's modulator and demodulator. 


However, many tnc designers have suc- 
cumbed to the suboptimal characteristics 
of common FM voice transceivers by 
adding more audio pre- and de-emphasis 
stages of their own, to counter those in 
voice-only transceivers. The FT-736R gives 
VOUmtie Choice: yOu ImMay.either connect 
your tic togthe .MIC jack and..E XT sSPiGR 
jack as you would to any other transceiver 
(and loose any advantage of bypassing the 
extra stages), or modify your tnc by 
connecting directly between its modem and 
the DATA IN/OUT jack of the FT-736R. 


Balanced AFSK tone output for transmis- 


sion from the tne (that is, without any 
added de-emphasis), should be connected 


DATA IN/OUT 


External Speaker Pi we Ged 


RS-232C 
to Computer 


to the outer contact of the DATA IN/OUT 
jack: impedance should be 600 ohms, 
which corresponds with most tncs. Output 


signal level from the tnc should be 
adjusted to about 30mVrms, or so that the 
BUSY indicator on the front of the FT- 
736R lights dimly when transmitting. 


If your tnc has de-emphasis applied to the 
AFSK output, the levels of the two tones 
will be different, and must be re-balanced 
by pre-emphasis in the FT-736R. In this 
case connect the AFSK signal from the tnc 
for transmission to the microphone jack 
(also 600-ohm impedance), and adjust the 
MIC sain “control’ so,’ that “the BUSY 
indicator glows dimly when transmitting. 


For receiving, there are also two available 
output points for AFSK, again depending 
on whether your tnc pre-emphasizes recei- 
ver audio. If the tnc can accept balanced 
tone levels, connect the center tip of the 
DATA IN/OUT jack to the receiving input 
on the tne: output level is 200mV at 10 
kilohms, so make sure your tnc can handle 
this level (or add a 10k resistor to ground 
and another in series to set the level). 


If your tnc requires unbalanced tones (and 
includes its own pre-emphasis, such as 
many TAPR TNC-2 clones), use the high 
level signal™at the "EXT SP or PHONES 
jack. 


Note, however, that using the EXT SP or 
PHONES jack has two serious disadvan- 
tages: (1) plugging into these jacks 
disables’ the loudspeaker, making it 
impossible to monitor the receiver (this is 
not recommended); and (2), the AF gain 
and TONE control setting will affect the 
packet input to the tne. 


Set the FT-736R to the FM mode for VHF 
and UHF packet (1200 bits/sec Bell 202 
standard), and set the BURST and NOTCH 
switches OFF (out). Also, if you have the 
FTS-8 Tone Squelch Unit installed, make 


sure that tone squelch is off. Receiver 
tuning is as described for FM (§4.16). 
Press the FM CH switch for channelized 


tuning with the CHANNEL knob. You can 
also use the CAT System to select the 
operating channel automatically via 
software. Use the memories to store the 
common packet channels in your area, for 
easy recall. 


4.18.2 QPSK Packet Operation 


This mode is used for narrowband 1200: 
bits/sec operation, such as on the down- 
link of the Fuji (FO-12) satellite. You 
need a QPSK modem in your tnc, but con- 
nections are otherwise the same as for 
Bell 202 packet. Use either SSB mode for 
receiving, but make sure that the SSB CH 
switch is OFF, and that 10° Hz etiiamae 
steps are selected (by the STEP key). You 
can use the CAT System or the scanning 
lines of the MIC jack for automatic tuning 
if your QPSK modem includes this func- 
tion. For transmitting to “the fF QG=z 
satellite, use standard Bell 202 in the FM 
mode, as described above. 


4.19 Fast Scan Television (ATV) 


The optional TV-736 ATV Unit allows fast 
scan NTSC-standard television operation on 
the 1.2 GHz band (when the optional 1.2 
GHz Band Module is installed). 


Connect the TV-736 through the holes in 
the right side of the transceiver to the 1.2 
GHz Band Module. Connect your periph- 
erals to the TV-736 as shown on the next 
page. If your camera includes a microphone 
you do not need to connect another. 
Otherwise, connect your microphone to the 
MIC jack on the TV-736. 


The mode selector buttons and SHIFT/- 
NOTCH controls on the front panel are 
bypassed during ATV operation, since the 


required signal bandwidth is 8 to 10 MHz, 
so you do not need to worry about setting 


them. Use the RF control on the TV-736 
to adjust your power output. 


VIDEO CAMERA 


= 


RED WIRE 


4.20 AQS Operation 


The AQS feature built into the FT-736R is 
a digital MSK (minimum-shift keying) 
packet system which provides automatic 
callsign identification, digital squelch, 
group calling and automatic clear channel 
access when used with other AQS-equipped 
stations in the FM mode. These functions 
are accomplished by 0.2-second packet 
bursts each time the PTT switch is 
pressed. A rudimentary logging and mes- 
saging system can be added with the 
optional FMP-1 Message Processor. 


Twenty-one digital code memories are pro- 
waded: ten for callsigns up. to eight 
characters long, ten for group squelch 
codes up to five digits long, and one for 
calling CQ. An additional memory is pro- 
vided for your own callsign. 


The four buttons at the upper right of the 
front panel activate and deactivate AQS 
functions, which otherwise share the 
keypad and other controls with non-AQS 
operation. 


Note that AQS cannot be activated during 
any of the following: 


While scanning 

During priority monitoring 

During memory checking (MCK) 

While the SAT functions are active 
("SAT" displayed) 

e. While CTCSS tone squelch is active 

f. During transmission 


Seger Vee kee 


Also note that priority monitoring and 
reverse (split) functions are disabled while 
AQS is on. 


4.20.1 Callsign (ID) Setting 


Each station is identified digitally by the 
callsign programmed into the transceiver 
by the operator. The callsign may consist 
of up to eight ASCII characters (capital 
and small letters, plus punctuation marks). 


To store a callsign (K7JA/1, for example): 


(1) Use the ASCII chart on page 45 to 
look up the ASCII code equivalent for 
each letter of the callsign (substitute 
the following with your own). 


Call: K 7 ij A / 1 
ASCII 15h oom 14) eGo 47 49 


(2) Press the AQS button. "AQS" will 
appear in reverse orange letters at the 
left side of the display. 


(3) Press the CLAR[CODE] key at the 
lower left corner of the keypad to 
allow entry of a digital code. The 
display will now show all zeros (unless 
a code has been previously stored). 


(4) Press the lefthand MHz/CH key 
(labelled DOWN) once. The display will 
now appear as follows: 


The "1" at the left tells you that this is 
the first character of the callsign. "032" is 
the ASCII code for a space character 
(indicating that a space, the default value, 
is currently programmed in this callsign 
memory). "Id" at the right indicates this is 
your own station identification memory. 


(5) Press the ENT button below the 
keypad. The zero on the display will 
begin to blink, indicating that you may 
now key in new data. 


(6) For this example (if K7JA/1 is your 
eallsign)pehite Oh ae ands tots on athe 
keypad. This is the ASCII code for the 
letter "K", the first letter of the 
callsign (again, you must substitute the 
ASCII code for the first letter of your 
own callsign). Note that a leading zero 
is required for ASCII codes below 100. 


(7) Press the righthand MHz/CH key, 
labelled "UP". The ASCII code for the 
second letter of the callsign memory 
(which is ASCII 032 by default) is now 
displayed. 


(8) Repeat steps (6) and (7), keying in 
055,.°.074;.2065 (formate “7 Atw part of 
the callsign), and then 047 and 049 for 
the™"/1" part ‘of the feallsign; »Youscan 
enter (ups tos eight callsign “letters lf 
your callsign is shorter, make sure all 
trailing characters are filled with 
ASCII 032 (the space character). 


(9) Press ENT to memorize the callsign 
data. A small arrowhead will appear on 
the *display \ just Sto, the right ote. Id": 
indicating that the identification call- 
sign has been stored, and is activated. 


(10) Press the CLAR[CODE] key to return 
to the frequency display. "Id" will 
remain at the right. 


If you transmit in the FM mode now (with 
AQS active), your callsign will be sent 


digitally whenever the PTT switch is 
pressed. 


4.20.2 Storing Other Callsigns 


You can store up to ten other callsigns, 
(digital memory numbers 10 through 19), 
for making individual digital squelch calls. 
This feature is useful if you sometimes 
want to call individual AQS-equipped sta- 
tions who have their AQS digital squelch 
active. 


Follow the same steps (1) through (10) in 
§4.20.1 for each callsign youtewantmre 
store, except that in step (4), press the 
MHz/CH keys to select callsign memory 
numbers 10 through 19 at the right end of 
the display (instead of "Id"). 


Memory 20 is programmed with "CQ CQ 
co" 


4.20.3 Digital Squelch Operation 


Once you have stored callsigns of other AQS- 
equipped stations you can call them with digital 
tone squelch. 


1) With your AQS system on, press the CLAR- 
[CODE] key and use the MHz/CH buttons to 
select either the tone memory number in which 


you stored the callsign of the station you want 
to call (between 10 and 19), or your own Id (if 
you want their display to show who called). 


2 


~— 


Press CLAR[CODE] again to return to the 
frequency display. The selected tone memory 
number (or "Id") will appear at the right of the 
frequency. 


3) Press your PTT switch for a second. A packet 
will be transmitted containing the callsign indi- 
cated by the memory number (or "Id") dis- 
played to the right of the frequency. 


All AQS receivers in range on this frequency will 
receive this data, and their microprocessors will 
check the transmitted callsign against their own Id 


callsign (and other stored callsigns). The squelch 
of stations that find a match in their Id or memo- 
ries will then open, and "READY" will appear 
blinking on their display. 


If you sent your own Id and it is found in other 
stations' memories, the number of that memory 
will appear on their displays (so they can deter- 
mine who called without having to hear your 
voice). If you sent another station's Id, his display 
will show "Id", and other's with his callsign in 
memory will see that memory number displayed. 


Of course, to receive a digital squelch call you 
must have D SQL on (press the D SQL button). 


Note that you can activate digital squelch this 
way at any time: if AQS was off, it will be turned 
on automatically, and "D SQL" will be displayed 
in reversed white letters. 


Your receiver now remains silent until someone 
sends one of the callsigns you have stored in the 
digital code memories (including your Id). At that 
time, your receiver comes to life, displays the 
memory number of the received callsign (or "Id", 
if it is yours) and "READY" appears blinking on 
your display. Furthermore, if they called with a 
Channel Access Call (CAC, described below), 
your operating frequency will be changed. 


When you press your PTT switch to respond to the 
call, digital squelch will automatically turn off, as 
"READY" stops blinking. When you finish the 
QSO (or if you get no response from them), press 
RESET once to re-enable the AQS system for 
future calls. Also, if your frequency has been 
changed (by the CAC function), press RESET 
once more to return to your original (AQS calling) 
frequency. 


Note that Digital Squelch turns off when you 
press the PTT button, or the RESET, AQS or D 
SQL buttons. The RESET and D SQL buttons 
leave AQS active, while the AQS button also 
disables AQS. 


4.20.4 Storing Group Codes 


Up to ten 5-digit numerical group codes 
may be stored in tone code memories 00 
through 09. These are used for channel 
access calling (CAC) and digital squelch 
monitoring of calls within a group of 
stations (such as a club). When a signal 
containing an AQS group code is received, 
all of those stored in your memories are 
checked for a match. If found, your 
squelch opens and you can monitor (and 
respond to) the call. 


Storing group codes is similar to storing 
callsigns (but simpler); 


(1) Press AQS so that the orange AQS 
indicator is displayed, and then press 
CLAR[CODE]. 


(2) Press the MHz/CH UP and DOWN keys 
to select one of digital tone memories 
00 through 09 (at the right side of the 
display). Notice that these memories 
display five numeric digits (default 
zeros), instead of only four. 


(3) Press the ENT button. The _ leftmost 
digit will start blinking, indicating 
that you can now enter a code. 


(4) Use the numeric keypad keys to enter 
the 5-digit code used by a group of 
which you are a member. This can be 
anything from 00001 through 99999, 
but must be the same code as entered 
by the others in the group (the 
memory number does not have to be 
the same - only the 5-digit code). 


(5) Press ENT to store the code. If you 
want to enter more codes (for other 
groups), press the MHz/CH UP and 
DOWN keys to select another tone 
memory between 00 and 09, and repeat 
steps (3) and (4). 


(6) Press the CLAR[CODE] key to return 
to the frequency display. The tone 
memory number of the last code you 
selected will be displayed at the right, 
with a small arrowhead indicating that 
this is a stored tone memory. 


4.20.5 Channel Access Calling (CAC) 


Channel Access Calling is an automatic- 
OS system:. one transceivers scans. 4a 
subband for a clear channel and when 
found, allows the operator to transmit the 
new frequency data digitally to another 
AQS transceiver (on an initial calling 
frequency), causing both to automatically 
QSY to the clear channel. A "clear chan- 
nel", for this purpose, is one at which 
there is no signal with more than 10dB 
S/N (weaker signals, however, are not 
detected,..despite =the setting ,of- the snoise 
squelch). 


Theré Jare three | prerequisitess foranc Ac 
operation: 


a. CAC can only be used in FM mode. 


b. The subband used for CAC is the 
PMS subband, which should be stored 
before using the CAC feature (see 
§4.10.2). 


c. Both stations must have stored either 
the same 5-digit group code, as des- 
cribed in §4.20.3 for the FT-736R, or 
the calling station must have previ- 
ously stored the other station's 
callsign Id in one of his callsign 
memories. 


To make a Channel Access Call, first 
select the memory of the group code or 
callsign to be used; 


(1) Press AQS, if necessary, to turn on 
the AQS system. 


(2) Press the CLAR[CODE] key to display 
tone codes, and use the MHz/CH UP 
and DOWN keys to select the group 
code of the group (memories 00 - 09) 
or the callsign Id of the individual 
(memories 10 through 19) you want to 
call. These must have been prestored 
in both transceivers. 


(3) Press CLAR[CODE] again to return to 
the frequency display. 


Note that if you have just used the group 
code or callsign in a QSQ, you have 
already done the above, and the correct 
memory number is displayed. In this case 
you may want to warn the other station to 
standby while you activate CAC (he must 
also activate his AQS, if it is not already 
on). Also, if he has AQS activated and his 
READY indicator is on, he must press the 
RESET button to turn "READY" off. | 


(4) Instruct your transceiver to find a 
clear channel, by pressing thesGAG 
button. The display will show the PMS 
subband channels being checked 
beginning with the first one above the 
bottom of the (PMS) subband. 


(5) When a clear channel is found, scan- 
ning will stop and the orange AQS 
indicator will blink, while your display 
returns to your original frequency. 
Now you can press the PTT switch to 
transmit the digital frequency data to 
the other station (or else press the 
RESET button if you decide not to 
US: 


(6) After sending the data, the AQS 
indicator stops blinking, and "READY" 


appears beneath it. Also your oper- 
ating frequency (AND that of the 
other station, if he received you) 
changes to the clear channel. 


"READY" also appears blinking on his 
display when he receives your CAC data. 
He can now press his PTT switch to send 
the acknowledgement. His READY indicator 
then stops blinking, but remains on. 


If the other station does not receive your 
CAC his transceiver will naturally not 
QSY, although yours does. You can simply 
give him another call (on the old frequen- 
cy) by pressing the CAC button again. 
Your display will revert to the original 
feequency to call him. If he does not 
respond, press RESET twice to return to 
your original frequency. 


At the receiving end (if you receive a 
CAC from another station), you will hear 
two sets of three beeps and see your fre- 
quency change, after which READY will 
appear blinking. It stops blinking when you 
press your PTT switch. 


When your QSO is finished, press the 
RESET button: once to clear the READY 
indicator so you can receive other calls, 
and once more if you want to return to 
the original frequency (automatically). 


4.20.6 Digital Memory Lockout 


You may have noticed that when you have 
many callsigns and group codes stored in 
memory, your transceiver responds to any 
calls using any of those callsigns or codes. 
When the frequency is busy, this may not 
be desirable. AQS therefore provides a 
lockout feature that allows you to disable 
code and callsign memories individually. 


To disable a digital memory, activate AQS, 
press CLAR[CODE], and use the MHz/CH 
buttons to select the memory number to be 


disabled. Now press the F[C] key. The 
arrowhead that appeared when you first 
stored the memory will disappear, indica- 
ting that the memory is now locked out. 
You can even lock out your callsign Id, 
which will prevent your transceiver from 
responding to calls placed to you. 


To re-enable a locked out memory, just 
repeat the same steps used to disable it. 


4.20.7 FMP-1 Digital Message Processor 


The FMP-Il is a message and callsign 
entry, storage and display system for the 
AQS feature which adds digital messaging 
and automatic logging to the AQS system 
in the FT-736R. 


The heart of the FMP-I is a custom- 
designed 8-bit CMOS microprocessor which 
links to the transceiver via the CAT 
System. A 16-digit fluorescent display 
shows callsigns of AQS signals received, 
and incoming messages up to 14 characters 
long. Up to ten callsigns, three incoming 
messages and three outgoing messages are 
automatically stored in battery-backed 
CMOS memory. The FMP-1 includes an 
output jack for connecting an external 
personal computer, if desired, to expand 
memory storage and display. 


A mobile bracket and mounting hardware 
is supplied with the FMP-1. 
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4.21 CAT System Computer Control 


The CAT (Computer-Aided Transceiver) 
System in the FT-736R allows control of 
standard and satellite vfo frequencies and 
modes) “IF i<shift and@=AQS ifunctions 
(including digital message passing) by the 
operator's external personal computer. 
CTCSS~* functions are also: controllable 
when the optional FTS-8 Tone Squelch 
Unit is installed in the transceiver. Noise 
squelch “status “and S-meter “data tis 
provided digitally for interpretation by 
software in the, external (computer. 


Serial data is passed via the CAT jack on 
the rear panel of the transceiver at 4800 
bits/sec (CAT jack pinout is shown on 
page 13). Each data byte sent consists of 
one start bit, 8 data bits, two stop bits 
and no parity bit: 


et oye? oy 0 Oe Poe ia? pl ey tay 
i HSB ee aay ° : ee ee _MSB 
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1 3124s 1 208us \ 208us 

MSTART, 1 0 ; 
| BIT! ' STOP BIT! 
: ‘ ' 


Data Format for 1 Character 


All CAT System data transfers (with the 
exception of incoming messages, described 
later) consist of blocks of five bytes as 
just described, sent with 50 to 200ms 
between each byte. The last byte to be 
sent in each block Vis “the, instruction 
opcode, while the first four bytes of each 
block are arguments: either parameters for 
that instruction, or dummy values (required 
to pad the block out to five bytes when 
fewer are needed by the instruction): 


le PARAMETER cae 
i 2 3 4 5 

DATA DATA DATA IDATA DATA 
aan) — 50ms ~ 200ms 


Data Format for 1 Block (5 Characters) 


There are twenty-five types of instruction 
opcodes for the FT-736R, listed in the 
Instruction Code Chart on page 46. Notice 
that some instructions require no argu- 
ments. However, every Command Block 
sent to the 767 must always Consisomor 
five bytes. The unused parameterebytes 
will be ignored when such Instructions are 
executed, so their value is irrelevant (they 
need not be zeroed). 


EXAMPLE: To set 145.00000 MHz as the 
current operating frequency; 


(1) Build the four argument byte values 
from the desired parameter (frequency, 
in this case): 


145.00000 


ay ck 


L 


00 FREQ SEF 
Instruction 


14 50 £00 


(2) Convert the decimal frequency argu- 
ment values into packed BCD (Binary- 
Coded-Decimal, with two decimal digits 
encoded into each byte), and add the 
appropriate instruction byte on the 
end. The small "h"s below indicate 
hexadecimal (base 16) values, which in 
packed BCD use the same digits as 
their decimal equivalents. 


14h 50h 00h 00h Oth 
MSD LSB 
Frequdicy Parms 


€ 


(3) Send the five bytes to the transceiver, 
MSD first. 


Notice that, for frequency parameters, the 
10 Hz digit may also be programmed, al- 
though it does not appear on the display. 
Also note that the first hexadecimal half- 
byte (nybble) for frequencies in the 1200 
MHz band is NOT converted into BCD, as 
there are not enough bits. Instead, the 
hexadecimal value "C" is used (which is 
equivalent to 12 decimal). So, for example, 


mee. ee 


if the above frequency had been 1295.00000 
MHz, the Frequency parameters would be; 


C9h 50h 00h 00h 


ieee sirst 23 instructions in the Chart 
simply alter operating settings in the 
transceiver, without any data being 
returned to the computer from the _trans- 
ceiver (on the Serial Output line). 
However, the last two instructions in the 
Chart cause the FT-736R to return a Data 
Block to the computer: in both of these 
cases, the returned block will contain four 
copies of either the squelch status or S- 
meter value (in the first four bytes), 
followed by an echo of the instruction 
opcode (either OE7h or OF7h). This Data 
Block is returned within a hundred or so 
milliseconds after sending the Command 
Block, so any controlling software must be 
ready to read the Data Block very quickly 
after sending the Command Block. 


The exception to the 5-byte Block rule is 
a special 15-byte Message Block sent from 
the FT-736R to the CAT line whenever an 
AQS digital message is received. An AQS 
digital message is a 14-character self- 
error-correcting (Hagelburger NRZ) 
encoded packet sent over the air at 1200 
bits/sec MSK in the FM mode. Firmware in 
the main microprocessor of the FT-736R 
applies error-correction and decodes these 
characters and the message number (from 
1 to 4), passed to the CAT system in the 
last byte, as follows: 


Message Numbers (Last byte of Messages) 


Message No. Sending Receiving 


1 46h 4Fh 
Z 26h oFh 
3 66h 6Fh 
4 76h ZED 


GICss TONE °GODES 


Thiswadata is significant only if the 
optional FTS-8 Tone Squelch Unit is 
installed. Note that CTCSS tones are only 
active in the FM mode; that the T ENC 
switch on the front panel must be pressed 
for the tone to be transmitted. 

Rreqsaev.alue 


(Hz) (Hex) | (Hz) (Hex)| (Hz) (Hex) 


136.0) cin 241.8 1Fh 


67-0 a 3ER 141.3. 2Eh 250.3 1Eh 
(GRAYS I8) 9 146.2 2Dh Go720"9 s1Dh 
(One 3 Ch [51.47 :2Ch C759 Leh 
S2oy eo bn C74.4 1Bh 
So.0emOoAN loZ.25 2 An CTr0 1Ah 


94.8 39h 16759 29h Cig 19h 
100.0 38h 13.3 zon C8229 18h 
103 Omar 10 179.9 27m C85.4 17h 
O72 eee On 136.2 eeez Onl C88.5 16h 
[tO Sen 300 Cot 15h 


114.8 34h 
l8.39 & 33h 
123.0 8e32h 
WAG Se — Sida 
30h 


'C' tones are 
High Q (80) 


Decimal ASCII Codes 


Chr ASC]Chr ASC 
P 080 |. 096 | p 
1 A O 8i)i-a 097 | q 
" 934 | 2 050 |B 066] R 082 |b 098 |r _ 114 
# 035°| 3 051 |-C= 067 | S 083 | c 099 | 5 115 
$ 036 | 4 052 |D 068 | T 084/d 100/¢t 116 
% 037 |5 053 | E 069] U 085 |e 101 | u 117 
& 038 |6 054|F 070/ V 086 |f 102|v_ 118 
L939“ 7" 055. 17G) O70 4 We 08712 e> 8103) we 119 
( 040.18 A056. 1WHe 072% 088 | ho=etOdgiex 120 
PeeOArirae wOsv mt Ors | y 08S i 105 | y  J2t 
*) 042 |-s 058-1 } “O74 | Z 090 ty 106 | z 122 
© 043s 059 ie KeOT sacle OSdaivks =107llehy 123 
2 04 = 060.1% 076 | \= 082 11 1089] 124 
Beings ese O61 ta 077s) te 8093S) em ““409°1 i: 125 
Sr 046 lar | 0625 NOTE NY 1004) | ne MIO P= ave 
ROAR NE 063.2150 0790 ie 095 om A | Die 127 


INSTRUCTION CODE CHART 


("xx" indicates padding: any value is acceptable) 
Instruction Parameters Remarks 


Name MSD (BCD) 


|CAT On/Off yy: OOh=ON, 80h=OFF. Must be ON before 
| any other commands sent. Disables 

| tuning, mode and shift controls. 

| These functions affect the vfo that is active when the CAT System is turned on: 


Frequency Set pl p2e  *pom p44 Oth pl-p4: eight packed BCD digits* 

Mode Set Dees ree FX x 07h pl: 00h=LSB, O1h=USB, 02h=CW; 
82h=CWN, O8h=FM, 88h=FMN 

Tx Rx Xen HON OOK ee yy yy: 08h=Transmit, 88h=Receive 

Split Direction XX 5 SRK“ OK xX yy yy: O9h=minus, 49h=plus, 88=simp. 

Split Offset pl p24 pawn F9h pl-p4: eight packed BCD digits** 

CIGss Stauis XX) Rk eee yy yy: 0OAh=Enc/Dec, 4Ah=Enc, 8Ah=Off 

CrGSS. Tone Codei mpl saxxe! xx xx FAh pl: see CTCSS Tone Chart, page=45 

FulleDuplexmOn/Ott arixx ex xeon x ae ex yy yy> QOEh=ON,SEh=OFF 

PulleDupRxehiodewr pl Sacx tex ees 17h pl: (same as for "Mode Set") instruction 

Full; Dup VixeMode .0)ep le) Scania eee 27h pl: (same as for "Mode Set") instruction 

| Full DupuRxtrreq. Hip) tap2) MipS apd 1Eh pl-p4: eight packed BCD digits* 

|Full Dup Tx Freq. D1 D2 D3 D4 ZEN pl-p4: eight packed BCD digits* 


| These commands require that the AQS On command be sent first 

| AQS On/Off Kx (RM xmivaxd hijy yy: OBh=ON, 8Bh=OFF 

ID Callsign Set pl p22 )psas =p4 05h pl-p4: first 4 ASCII characters 
| pos 1 sp0s ) piaa-ps Foh po-p8: second 4 characters 

| Group Code Set pl p2ae Powe k n4h pl, p2 & high nybble of p3 hold 


o-digit packed decimal code. 
n4h: Tone Mem (0-9) x 10h + 4 


|Callsign Mem Set pl D2ge Do aeeD4 05h pl-p4: first. 4 ASCII characters 

Doe Oy WD tam DS noh po-p8: second 4 characters 

| n5h: Tone Mem (10-19) - 10h x 10h + 5. 
|CAC xe Ome) ee ODh Transmit Channel Access Call (CAC) 
Control Freq Set DIRS Yp2 spoe .7p4 02h pl-p4: eight packed BCD digits* 

|}Comm Freq Set pl D2) Spo ¥eep4 03h pl-p4: eight packed BCD digits* 


|AQS Reset Function XX 
| Digital Squelch CN OL SOCE Lek yy: OCh=ON, 8Ch=OFF 
| Send Dig. Message ipl ple pga. xx 16h pl-pl4: ASCII message (padded with 

po? 1 p6 ex 26h spaces: 20h) 

pl0r 86h mm: (message no. + 3) x 10h + 6 

(see "Message Numbers: Sending" Table) 
These commands cause the transceiver to return a Data Block 

Test Squelch Stat. X Xie XK ee Ke E7h returns 00 if closed, 80h if open 
Test S-meter RX XOX F7h returns level between 30h and ADh 
oe see examples in the text 

** your software must check to ensure parameters are within the current band 


XX XX 


XX 


(Sr )CAPACITORS ARE SEMICONDUCTOR CERAMIC. 2Swv. 


RESISTOR VALUES ARE IN a, 1/6W: 
CAPACITOR VALUES ARE IN pF. 
(T)CAPACITORS ARE TANTALUM. 


UNLESS OTHERWISE NOTED. 


OLZSS+] (1)L97°0 


9 = |p |e 
fa) a |O 


Reeeesessatee ea] 


V disp/RAi 


(No.2xxx ) 
tw) 
[a) 


Ri9 100k 


bet NY 
jo je jd 


Sa 


FY. 
(OPTION) 


ms a ee i nn nn ns Ss 


DISPLAY UNIT F2889101 


‘| 
om 
[s 
| 
| 
| 
| 
| 
| 
| 


= 
| 
| 
| 
| 
V disp (3) 


rn 


| Q01-05 


Are 2SC460BxS ,»PC78L08 R30 1 
13.8V 39 zs0 Ror @01 aio ie Nao +09 
eu R f\ a ci fo) 8 ow 
GNO 27 = - AD +13 0.023(sr)_ Or = 
rer |@) 0.001 1) : RIG, 10K) Aa Fe (1) ©) 
c32_r20, 00K] ' 32 =e 
J02 Ne 5 3 088, 0.01(sr) RoI e ces 
o 
l@ 7 100k | ; 
ono | (2) Qos 
: 2SC458C 
vs|(@) 


GND aa 
SIDE ToNe|(2) a 


GNO 
TONE 


PRE AMP 
GNO 


PO 


ALC 
KEY 


Sel a) at meal 2 Rea 
DOOQOOLHOOOOOOE) 


RESISTOR VALUES ARE IN a. 1/6W 3 


CAPACITOR VALUES ARE IN pF. Q4 
UNLESS OTHERWISE NOTED. 2SC3420GR 
(sr }CAPACITORS ARE SEMICONDUCTOR CERAMIC. 2S5wvi 


sam Er car caer aaa eT re eg meer ra pe Ng | 


PEL =IC UNIT GF2919102A 1( No. 76xx9 
Q01 
JECTO.0F7 


RESISTOR VALUES ARE IN n. 1/10W 
CAPACITOR VALUES ARE IN pf. SOwv 
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